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Network Integration of a Quantum Dot Entangled
Photon-pair Source
Ziheng Xiang
Sub-Poissonian entangled photon-pair sources based on semiconductor quantum dots are 
promising devices for the construction of a secure quantum network, thanks to their natural lack 
of multi photon-pair generation. In the previous decades, we have witnessed the achievements 
on a large variety of quantum dot light sources. However, they are still far from being used in an 
established standard fibre network. On the one hand, most of the sources are still operated in 
an environment that requires the installation of bulky laser setups, preventing their integration 
in a network. On the other hand, most of the experiments on entangled qubits generated from 
quantum dot sources are performed in the laboratory, resulting in a lack of work on the system 
supporting the remote operation of the device and high-fidelity transmission of entangled qubits 
over a long-distance in a large geographic scale.
In this work, we demonstrate the integration of a quantum dot device in an optical network. 
To achieve this, both the source and the systems have been developed that favour the remote 
operation in a non-laboratory environment.
For the source, a fully electrically operated telecom entangled on-chip pumping quantum 
dot device is designed and fabricated. It supports the operation at a low current of 1.6 mA and 
simultaneously achieves high wavelength tuneability of more than 25 nm by changing the applied 
bias voltage from 0 to -3.8 V. A in-laboratory entanglement fidelity of 97.3 ± 0.2% is achieved 
with this on-chip pumping quantum dot light source.
Several systems are developed in this work, supporting the integration of this developed 
source. We have proposed an innovative method for the precise alignment of the detection 
system to the quantum dot eigenbasis based on analysing time-resolved photon-pair correlations 
in a set of randomly oriented detection bases. It eliminates the restriction on the placement of 
the free-space polariser before the light is coupled from the quantum dot emitter into the first 
single-mode fibre.
To support the classical traffic for sending the control signal to required components for source 
and system operation, we have developed a multiplexing system that allows the transmission of 
qubits at the telecom O-band with classical traffic at the telecom C-band over the same optical 
fibre without generating severe background at the quantum channel.
To overcome changes of birefringence introduced by the deployed optical fibres, which causes 
the variation of the polarisation states during qubit transmission, we have developed a polarisation 
stabilisation system making use of the commercial polarisation controlling components. The 
system has an extremely low loss and a high duty cycle.
vi
The above development has enabled us to achieve a successful deployment and integration of 
the quantum dot device in the Cambridge Fibre Network. We demonstrate multiplexing of true 
single entangled photons tuned to 1310 nm from the on-chip pumping device with classical data 
traffic and achieve entanglement fidelity above 94% for over 40 hours.
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Arising from theories explaining the experimental observation which could not be solved by
classical physics, quantum physics research has gradually pushed people to understand the
nature of fundamental particles, such as atoms, electrons and photons profoundly. Therefore, the
application of quantum effects evolves from mainly laser technology and semiconductors that
touches the surface of quantum mechanics, to a deeper level where the manipulation of quantum
states is explored and utilised.
The end of the last century encounters a fast development of several contemporary quantum
technologies. Quantum cryptography, initially invented by Charles Bennett and Giles Brassard
in 1984 [1] has illustrated a potential method for sharing information between 2 parties without
being unknowingly stolen, which generated a significant impact. Quantum cryptography since
then has become a theory-supported subject [2] and received resources on research of protocols
[3–6] and implementations [7–9]. The best-known quantum cryptography task, which is the
quantum key distribution (QKD), now has become the most mature quantum technology in
real-world applications [10–13]. Starting roughly at the same time as quantum cryptography,
a quantum mechanics-based Turing machine setup has been proposed [14], which was one of
the earliest ideas of building a quantum computer. It then attracted attention as it is supposed to
massively accelerate the speed of some algorithms and achieve tasks that could not be realised
by a classical computer [15, 16]. Quantum computing is being developed for decades, and
the state-of-art products and prototypes have indicated its potential of being practically used
[17]. More recent progress on quantum metrology [18] contributed to an on-going trend of fast
progress on quantum technology. It exploits the quantum theory to achieve measurements with
resolution and sensitivity beyond the classical limits.
Although individual applications of quantum physics, if practically realised, could already
enable advantages over classical technology in multiple fields, a ’so-called’ quantum network
[19, 20] would enable scalable application over long distances, capable of transferring quantum
2 Introduction
Fig. 1.1 A scheme for a quantum network in practise. Quantum nodes and quantum channels
forms the ’backbone’ of the quantum network. Applications are linked via the backbone.
states between different locations. In such a network, quantum information is generated and
processed locally in various locations referred to as ’quantum nodes’, and then transmitted
via ’quantum channels’ to the other nodes. Quantum channels connect various applications at
different nodes, as is introduced in Figure 1.1. In this PhD project, we work on various essential
technologies for building a quantum network.
Thanks to the capability of photons being the carriers of quantum information, transmitting
quantum states could be achieved over long-distance. The underlying importance is at the
security and efficiency of the transmission, influenced by the photon statistics. For a classical
light source such as a pulsed laser diode with mean photon number µ , the probability of having





Although in ideal cases, each quantum bit (qubit) should be carried by one photon for
unconditional security [21], development of decoy-state protocol [7, 22] and entanglement-based
protocols [23, 24] has made the sources with Poissonian distributed photon statistics useful as
well for quantum cryptography communication. In many works on QKD, Poissonian sources
such as weak coherent laser pulses are used as photon sources. However, these sources come
with drawbacks. Decoy states would occupy certain time slots originally used for sending keys.
Additionally, larger photon numbers result in higher quantum bit-error-rate [25]. From equation
(1.1), we notice a trade-off between the probability of emitting a vacuum states (n = 0) or
multi-photon states(n > 1). Therefore to reduce multi-photon emission, the light sources need
to be operated at low power, resulting in a high probability of vacuum states and hence, low
efficiency. This is a limiting factor for a practical quantum network.
Given the above reason, the development of sub-Poissonian photon sources is of great
importance. It is defined as sources with photon-number variance less than the mean photon
1.1 Quantum network 3
Fig. 1.2 (a) An entangled light source generates two entangled particles that are correlated
without distance limitation. (b) Quantum repeater setup. Two sources are installed at location A
and B, both emitting entangled photon pairs. A central node is at C between the two locations
with deployed quantum memories (QMs). D and E are two remote locations between which the
information is supposed to be shared. (c) Entanglement swapping. The entangled photon pairs
emitted at location A is sent to C and D; and pairs emitted at location B is sent to C and E. QMs
are used to store the qubits and maintain its coherence. When a Bell-State Measurement (BSM)
is performed at C with the two received photons, the end-to-end entanglement is created between
the photons at D and E.
number (∆n2 < n). We in this work focus on quantum dots as the quantum information carrier,
with their capabilities of generating sub-Poissonian entangled photon-pairs.
Quantum channels supporting photon transmission in the network are another matter to be
considered. Both free-space optical channels and optical fibres could be the medium for quantum
channels. For transmission in free-space, the performance is limited by strong background noise
caused by sunlight during daytime. Environmental changes such as air turbulence and mist also
negatively influence the transmission in free-space. Therefore, it is less practical compared with
optical fibre.
A quantum network requires quantum channels to transmit quantum states with high precision
of their physical parameters in which the quantum states are encoded. Direct transfer with a
feedback system for stabilisation is feasible for a quantum channel with a short distance. However,
for a distance scale of inter-city or -state, high optical loss directly results in a reduction of qubit
rate, which would significantly decrease the performance of the quantum network. Moreover,
given that the detectors always have background noise at the current stage, the fibre optical loss
4 Introduction
limits the maximum transmission distance of a quantum state. However, it could be mitigated by
introducing quantum repeaters [26–28], which uses a remarkable feature of quantum mechanics
- entanglement.
As is indicated in Figure 1.2 (a), two entangled particles maintain the correlation of quantum
states regardless of their distance, meaning that a measurement on one of the particles in the
pair would collapse the qubit state on the partner particle (The details of entanglement will be
introduced in the next section). In a quantum repeater, entanglement is "swapped" [29]. As is
illustrated in Figure 1.2 (b), entangled photon pairs are created by sources installed at Location
A (sent to C and D) and B (sent to C and E). It is possible to create entanglement between
location D and E by a Bell-State Measurement (BSM) at location C, shown in Figure 1.2 (c).
Quantum information sent over quantum repeaters is therefore not transmitted directly via a
physical channel. Instead, it is ’teleported’ once the entanglement at a distant location (refers
to C here) is established. One could, as well, add more entangled pairs at different locations to
further extend the entanglement, which is the reason why it is called a "quantum repeater".
A quantum repeater would require quantum memories [30, 31] in each location to store the
qubits until the next pair arrives. Whereas at the current stage when a quantum memory is not
available, one could still use a simpler link, a so-called quantum relay [32–35], to teleport a
photon from one location to another. We notice here that for a quantum repeater or a quantum
relay, effective distribution of entangled states between 2 locations is necessary.
Quantum communication, including the above-mentioned QKD, quantum repeater or relay,
requires a classical communication channel established in parallel. Essential information such
as prepared measurement bases of the qubits needs to be exchanged between the end nodes.
Installing or allocating dark-fibres for transmitting quantum information separately from the
classical link seems to be a widely-adopted approach [36, 37]. This, however, would lead to the
construction of new fibre network infrastructure, coming at a high cost. We hence focus on the
integration of the quantum sources within a real fibre-network.
In this chapter, we would like to provide background information to support the following
work on the realisation of entangled photon pairs transmission in an urban optical network
environment. Therefore, contents for the following sections are the introductions of entanglement
(1.2), entangled photon-pair sources (1.3) and the network integration (1.4).
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1.2 Entanglement
Entanglement is a critical resource of a quantum network, serving as the core of quantum repeaters
and relays. To introduce quantum entanglement, we would like to start with a comparison
between a system of a single quantum (for example, a photon) and that of multiple quanta, from
the perspective of quantum physics.




Here, it has various eigenstates |in⟩, each with a probability pin .
For a system with several subsystems, there exists more than one scenario. We consider the
first scenario being two individual photons in one system without correlations, meaning that the
quantum states of one photon are not affected by the other. The quantum state of this system





p jm | jm⟩ (1.3)
This system with two photons is in a product state and therefore, separable. It is commonly
applied to scenarios such as the position of two individual photons.
There also exist systems in which each subsystem is correlated with one or multiple other
subsystems. Considering a case where:
|Φ⟩= p1|i1⟩| j1⟩+ p2|i2⟩| j2⟩+ ...+ pn|in⟩| jn⟩ (1.4)
Here |in⟩ and | jn⟩ are the quantum states for the first subsystem and second subsystem
respectively. It could be noticed that once the quantum state for the first subsystem is measured,
the state of the second system is determined. It could occur in a system with a pair or group of
particles, which is referred to as an entangled quantum state and therefore, being not separable.
The history of entanglement research could be dated back to 1935 with a joint discovery
by Albert Einstein, Boris Podolsky and Nathan Rosen, that is the so-called ’EPR Paradox’. It
points out that when two particles with a state Φ as is in equation (1.4), the measurement result
of one particle state would give us the knowledge of another particle’s exact state instantly [38].
It violates the special relativity that no information could be transmitted faster than the speed
of light. The state those two particles are referred to as an ’entangled state’ in later research.
The discussion and explanation, aiming to explain the ’spooky action’ on a distant particle in an
entangled pair, has started since then, including initially Einstein’s famous local-hidden-variable
theory [39], later replaced by Bell’s theorem [40] to be accepted by the majority.
Compared with a normal point-to-point communication where the optical source is located at
one end and the detection modules are at the other, entanglement-based quantum communication
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Fig. 1.3 (a) An illustration of quantum teleportation. Qubit A carries the quantum states to be
transmitted. The entangled photon-pair source generates qubit pair B and C. Qubit A and B is
sent over an optical fibre to the same location in between. Qubit C is sent to the target location.
(b) We perform a Bell-state measurement on qubit A and B. It will project the partner qubit C of
B onto a unitary transformed state of A.
enables a possibility of generating photon pairs from a location without trust. It could then be
sent to locations between which we want to establish communication. Quantum teleportation
has been proposed for this purpose [41, 42]. Its architecture is illustrated in Figure 1.3. In this
scheme, the target is to transmit qubit A with state
|ϕA⟩= α|0⟩+β |1⟩ (1.5)
to the target location. Here, |0⟩ and |1⟩ could be any orthogonal states. In principle, α and β












With an entangled photon pair source installed at the node, we prepare an entangled photon
pair namely B and C, with the entangled states |Φ+BC⟩= (|0B0C⟩+ |1B1C⟩)/
√
2
Such that the overall system has a state:










At this stage, we send B to the same location as input qubit A, while C to the target location,
as is shown in Figure 1.3. If the prepared qubit A is indistinguishable from qubit B and C, then
the three-photon states is expressed as an overall system in state |ϕA⟩⊗ |Φ+BC⟩, which could be


























Hence, a BSM performed on qubit A and B would tell us which of the four states shown
in equation 1.2 the system is projected onto. It simultaneously collapses the photon C to a
unitary transformed state of the original input qubit A, which could be recovered by a unitary
transformation. The BSM result of the qubit pair A and B needs to be sent to the location of
photon C via a classical communication channel. However, such information does not include
any information regarding qubit A.
Quantum teleportation serves as the basis of a quantum relay. It teleports quantum states
from one location to the other. Replacing the original photon A with another entangled photon
pair A and D, one could realise a so-called entanglement swapping by the same BSM on A and
B, which projects photon C and D onto an entangled state[43]. With a quantum memory to store
and synchronise the entangled qubits C and D, a quantum repeater is established.
While quantum repeaters, being scalable, could be the ideal quantum nodes, quantum relays
would be able to transmit qubits to distant location without the requirement of trust and the need
of quantum memory without being scalable. And entanglement is the core resources for both
quantum relay and quantum repeater.
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1.3 Entangled photon-pair sources
The previous section illustrates the importance of entanglement in a quantum network. The
generation of entangled quantum states at a quantum node is thus critical. Over the last few years,
we have witnessed the development of both Poissonian photon sources, including Spontaneous
Parametric Down Conversion (SPDC) [44–46] or Four-Wave Mixing (FWM) [47–49], and
sub-Poissonian sources such as Quantum Dots (QDs) [50–52] for entanglement generation.
SPDC or FWM sources generate entangled photons from laser pulses by non-linear optical
effects, occurring in non-linear optical media such as crystals and optical fibres. They are
relatively easy to operate compared to sub-Poinssonian sources with the capability of high-
fidelity entanglement generation. However, their underlying low efficiency, as is discussed in
Section 1.1, would be a limiting factor for a future quantum network. Given the Poissonian
distribution of the photon statistics making the entangled photon pair generation a probabilistic
process, alternative sources are therefore required for a quantum network.
A previous study has illustrated the possibility of generating polarisation-entangled photon
pairs using a semiconductor QD via the Biexciton-exciton (XX-X) cascade [50]. These three-
dimensionally confined crystals contain only a few discrete energy levels, therefore referred to as
’artificial atoms’. Over the last decades, lots of resources and efforts have been put into research
on QDs as sub-Poissonian entangled photon-pair sources. It is also the focus of this work.
Fig. 1.4 Wafer growth and QD formation. InAs is deposited on GaAs (a). After the initial
formation of WL, InAs starts to cluster into small islands, forming QDs (b). We continue
applying InAs flow and push the WL, reaching its second critical thickness (c), after which the
bigger QDs are formed (d). It is then capped by a layer InGaAs by applying In, Ga and As flow
(e).
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QD emission is influenced by their material composition and dimensions, as well as the sur-
rounding semiconductor matrix. QD formation is based on epitaxy, in which ordered deposition
of one atom lattice layer atop another. In the strain-driven Stranski-Krastanov (SK) growth mode
[53], when a material with larger lattice parameter than the current layer is being deposited, it
leads to the deposition of a strained film. The formation of islands is energetically favourable on
this film, as it reduces the strain energy. This is how QDs are formed.
An example is given here corresponding to the growth of QDs used in this work, shown
in Figure 1.4. Here the growth is performed using Molecular Beam Epitaxy (MBE). A flow
of In and As is injected by the MBE to the GaAs substrate. The strained film, a so-called
’wetting layer (WL)’, is formed initially, with a thickness of around several atoms. When the first
critical thickness is reached, InAs starts to cluster, and QD islanding commences. These are the
InAs/GaAs QDs emitting at around 950 nm, although dependent strongly on various parameters
during growth. When the bi-modal growth method [54] is applied by means of keeping on
applying a flow of InAs after initial QD formation, the WL is pushed to reach its second critical
thickness. It would then result in QDs with larger sizes. An InGaAs strain-relaxation layer is
capped above. This cap layer also pushes the emission to a longer wavelength reaching telecom
O-band, owing to its lower bandgap energy compared with GaAs.
While Figure 1.4 illustrates a part of the essential procedures required for QD generation,
more growth is required to form, for example, an AlGaAs – GaAs quantum well (QW) and
stacked Distributed Bragg Reflectors (DBR) made from GaAs/AlGaAs, in order to provide an
environment favouring the QD emission. Details of the procedures will be illustrated in Chapter
2.
The QD emission wavelength is influenced by the energy gap between its conduction and
valence energy bands. Different from classical semiconductor devices, its dimensions with a
scale of a few nanometres provide it with a particle-in-a-box effect. This model gives us the
overall QD energy bandgap of [55]:












where h represents the Planck constant, Egap represents the energy bandgap of the bulk
material, me and mh are the effective masses of the electron and hole, and r is the radius of the
QD. The above model describes the zero-point energy of the ’box’ based on an ideal case of
infinitely high energy sidewalls. However, it illustrates that QDs with larger size would have a
smaller energy band gap value, therefore emitting photons with longer wavelengths.
The small energy bandgap between the material of QD and the surrounding semiconductor
matrix results in only a few discrete energy levels contained in a QD. Given by the Pauli exclusion
principle, the s-shell level could contain up to 2 electron-hole pairs with opposite spins, forming
the so-called biexciton energy level (XX). The two pairs recombine subsequently in the XX
decay through a cascade via an intermediate X level. The emitted two photons in one cascade,
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However, QDs formed under Stranski-Krastanov (SK) growth scheme often suffer from the
asymmetric geometry by strain. It results in the so-called fine-structure-splitting (FSS) that
negatively influences the fidelity of the generated entangled photon pairs. More information
about this will be introduced in chapter 2.
The development has been done over decades on QD devices facilitating integration from
multiple aspects. Traditionally, QDs are optically excited, resulting in the so-called photolu-
minescence (PL) process of QDs. In PL, a laser is injected to the QD, generating carriers
and exciting the QD to its biexciton state. In a later development, doping techniques are used
during QD growth, forming a positive-intrinsic-negative (p-i-n) diode structure on the wafer with
the QDs lying in the intrinsic region. Cleanroom-based semiconductor processing techniques
including etching and metal deposition have enabled p-i-n diodes devices fabricated from a wafer
where QDs are grown on [56, 57], making electroluminescence (EL) possible. Many designs
have been made using this technique, focusing on the improvement of driving conditions and
photon extraction efficiency. Radio frequency (RF) signals are applied on the devices confining
emitted photons from QDs into packets of pulses with allocated time-slot, having its potential to
be used for photon generation compatible with synchronisation [58, 59]. The frequency of the
Fig. 1.5 Decay paths of a QD that generates entanglement. An unpolarised photon is generated
when the QD decays from the XX neutral state. It leads to an intermediate superposition state
for the neutral X. The decay from the X state to the ground state generates another unpolarised
photon. (a) shows such a procedure from an ideal symmetric QD. There are two decay paths that
are considered to have an intermediate energy level. (b) shows the case in an asymmetric dot.
The degeneracy of the X levels is lifted for emitted polarisations corresponding to the crystal
axes of the QD. The energy difference of the level δ between the two paths is the so-called FSS.
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electrical driving signal has increased from hundreds of MHz [60] to 1 GHz [61, 62], and finally
reaching 3 GHz in recent year [63]. Photon extraction efficiency benefits from designs such
as micro-pillars [61, 64] and bulls-eyes with circular-Bragg-grating (CBG) [65, 66], enabling
high-rate QD single-photon sources. Thus, in general, QDs has the potential to be practically
applied as a single photon device with network integration.
The development of quantum dots has also driven forward the development of sub-Poissonian
quantum applications. QDs emitting at around 950 nm are firstly developed [51, 67]. Applications
were explored such as the entangled-light-emitting-diode (ELED) [56], the quantum relay [34]
and the quantum memory [68]. Recent progress has also illustrated their application value in
quantum computing [69]. Despite their success for on-chip applications [70], QDs emitting at
950 nm is not compatible with the fibre-based quantum communication network. QDs emitting at
the telecom O-band (centred at 1310 nm) and C-band (centred at 1550 nm) have been successfully
made [35, 71–73], finally opening up their capability to be practically used in an optical fibre
transmission network.
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1.4 Network integration of the quantum dot devices
In an ideal scenario, quantum nodes in a network serve critical functions as quantum repeaters
and relays, facilitating information transmission among various distantly located users. Sub-
Poissonian entangled photon-pair sources are suitable devices to be used in quantum nodes
given their capability of providing unconditional security. As entangled single-photon pair
generation was enabled by QDs, more effort has been made towards the network integration of
QD photon-pair sources, enabling their practical application.
We would structure the development of a QD device compatible with practical network
integration into three categories of research topics. The first research topic focuses on photon
properties such as small FSS. It will enable higher quantum teleportation or swapping rate,
which would become a step toward building a real quantum network. The second focuses on
the hardware of the sources, aiming to provide a suitable device design and driving mechanism
that favours deployment and photon generation. The third focuses on photon transmission to
ensure that the qubit state is maintained over long-distance. In this work, we aim at pushing the
development of QD from the aspects corresponding to the second and third research topics.
When considering the network, attempts have been made toward deploying entangled photon
sources in the real world. The transmission of the entangled qubits is both in free-space and
over deployed optical fibres. Projects at enormous scale have been achieved including a satellite
launched with entangled light sources integrated at its payload, which enables entanglement to
be achieved at a maximum distance of 1200 km [74]. From the same satellite platform, quantum
teleportation, QKD with weak coherent laser pulses [75] and QKD with entanglement [12]
have been achieved. However, these approaches also have drawbacks for practical applications.
Photons could only travel over one direction - from space to ground. The earth atmosphere
introduces the fast variation of diffraction that alters the propagation direction of photons, which
makes them impossible to be stably received by a moving satellite. Even for receiving photons
on the ground from space, a large receiver with the diameter of one metre has to be installed.
Moreover, the system could only perform well at night, due to significant background introduced
by sunlight during day time. Entanglement sources deployed onto a satellite need to withstand
extreme conditions, which is difficult for entangled single photons sources. Thus, all the work
involving entangled photon pairs on this satellite is based on SPDC - a Poissonian light-source.
These drawbacks make the satellite-based quantum nodes to be less likely used in a domestic
terrestrial network.
An optical fibre-based network is more appropriate to be the network infrastructure of urban-
scale quantum communication. The classical optical-fibre network has been well established
over the world. They consist of essential elements including users, links and nodes. Information
in such a network is sent and received by users that are connected by communication links
built upon optical fibre. Nodes are deployed as a combination of relay stations and switches,
transmitting specific information to target users. Figure 1.6 shows a map of a fibre network, the
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Fig. 1.6 The Cambridge Fibre Network. Network users are located at each location in the city
connected via the optical links denoted by different lines on the map. The links go under the road,
rivers and reach specific locations inside buildings, during which various noise like vibration and
temperature drift is introduced. Under such an environment, the quantum network will also be
built and operated. Optical nodes are established at various locations to help route and multiplex
communication signal.
Cambridge Fibre Network (CFN), where this project is performed. Part of this work, including
correlation measurements, is performed at the Toshiba Cambridge Research Laboratory, linked
via deployed fibre shown in black and yellow connected at a node to an office location near
the Cavendish Laboratory of the University of Cambridge, where the developed QD entangled
photon pair source is installed.
A similar infrastructure could be applied to a quantum network. Quantum bits, or qubits, in
short, are generated by quantum light sources such as single-photon emitters or weak coherent
laser pulses and detected by avalanche photodiodes (APDs) or superconducting nanowire single-
photon detectors (SNSPDs) at user ends. During transmission, they are relayed and routed by
quantum nodes which are supposed to include entangled photon sources and detectors to form
a quantum repeater or quantum relay. Another critical component in a fibre-based quantum
network is the quantum communication channel. They could potentially share the same fibre
platform as the classical optical communication network. Optical fibres are deployed in an urban
environment typically with disturbance such as temperature variation and vibration. The state
that a qubit is encoded in needs to be maintained over the entire transmission distance. Therefore,
one important requirement for the optical fibre-based quantum communication and quantum
network is to synchronise the photon generation and detection module [76, 77], and stabilise
polarisation states [78] or phase of the input light [79]. And therefore a qubit stabilisation system
is always required for successful transmission.
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Currently, there are a few fibre network infrastructures dedicated for quantum communica-
tion in the world such as the UK quantum communication network (currently in operation in
Cambridge) [80] and the Tokyo QKD network [81]. Various long-distance urban QKD projects
[13, 82–84] with the integration of such a stabilisation system or module have confirmed its
success. In comparison, large-scale entanglement transmission is slower in its development.
From 2016 on-wards researchers have illustrated successful trials of quantum teleportation
[36, 37] over installed optical fibre. Stabilisation systems have been successfully implemented to
enable the transmission of time-bin qubits. These trials for the first time illustrated the possibility
of distributing entanglement between two distant locations on the earth via an established optical
fibre that was previously used in classical communication. However, urban-scale entangled
qubits from sub-Poinssonian entangled photon-pair sources in the polarisation encoding scheme
have not yet been demonstrated. And one of the objectives of this work is to achieve entangled
qubit transmission from a QD over an installed fibre in an optical network.
It is worthwhile to consider the QD device for network integration. In realistic cases, an opti-
cal fibre network does not always provide a dedicated environment for quantum communication
experiments such as a laboratory, and therefore it is preferable to deploy a system containing
as little bulky and free-space optics as possible. Hence, optical excitation techniques are not
optimal for the device network integration.
Grown QDs vary in sizes and shapes, resulting in different emission wavelengths as well
as FSS. Tuneability is thus important if a specific wavelength is required for network-based
applications that require the two-photon interference, such as a quantum repeater. Commonly
there are three methods for tuning the emission wavelength of a QD. The first method is by
strain [60, 71, 85, 86]. In this method, a piezoelectricity material is attached to the QD wafer,
which introduces a strain when operated. It, however, requires up to hundreds of volts applied
to the material, and such a high voltage is a potential hazard for the QD devices with p-i-n
junctions. The second method is via the Zeeman effect by applying a magnetic field [87] to
the devices. It, however, requires a magnetic field up to several Tesla, being impractical for
real-world application. Hence, we here consider the third method via the quantum-confined
Stark effect [88], in which an electric field is applied to the QD [54, 89–91]. The operation
requires typically a voltage applied via the deposited metal contacts on the p-type and n-type
layer, creating a field in its intrinsic region where the QD is located. This tuning method is,
however, not compatible with the electrical excitation, given the voltage or current for exciting
the QD also determines the electric field in the intrinsic region.
Attempts have been made on exploring the on-chip optical excitation. As is illustrated in
work [92], a whispering-gallery-mode (WGM) laser is fabricated alongside several QD devices.
When injecting a current to switch on the WGM laser, the surrounding QDs will be excited.
In [93], researchers also discovered the possibility of incoherent excitation, which is done by
using the WL emission from one QD device to excite the nearby device. The separation between
the pumping source and the QD of interest provides an environment where one can introduce
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additional electrical fields for the tuneability separated from the excitation. Both devices work on
short-wavelength QDs, showing great potential for the on-chip excitation technique in practice,
therefore applied in this work. We have optimised the on-chip excitation scheme for 1310 nm
QD, both in terms of device design and the wafer structure. This has enabled an electrically
driven and tuneable device that is easy to be deployed and operated in an optical fibre network.
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1.5 Thesis objectives
This thesis describes details of a network integration of QD entangled photon-pair sources that
take place in Cambridge. We divide the thesis into eight chapters including introduction, with
their content introduced as follows,
Chapter 2 focuses on the background regarding InAs QDs emitting at the telecom O-band.
Various methods for QD characterisation including the measurement of FSS, single-photon
purity and entanglement fidelity of the emitted photon pairs are introduced.
Chapter 3 concentrates on the device design that supports network integration. A tuneable
QD device with electrical operation by using the on-chip pumping technique is designed and
fabricated. The QD characterisation is also carried out to investigate the performance of the
device.
Chapter 4 deals with the entangled photon pair transmission in a field environment. We
developed a polarisation stabilisation system to compensate for the polarisation states variation
introduced by the fibre birefringence variance as it occurs in installed networks.
Chapter 5 focuses on the remote correlation measurement. We discuss the drawbacks and
limitations for the current system for aligning the polarisation correlation measurement bases in
a remote environment and propose a new method for bases alignment.
Chapter 6 deals with a classical communication required for devices and components opera-
tion during the network integration. A multiplexed system is designed to support the transmission
of quantum and classical signals over the same fibre.
Chapter 7 describes the device and system deployment.
Chapter 8 is the summary of this thesis, with the future works proposed for the following
development.
Chapter 2
Telecom O-band Quantum Dot
2.1 Emission from the InAs quantum dot
The sub-Poissonian photon source in this work is an InAs QD, emitting entangled photon pairs
at the telecom O-band. Therefore, prior to introducing various technologies for its network
integration, we would, in this chapter, discuss the source itself and its emitted entangled photon
pairs. A measurement of entanglement has been carried out using a QD developed in previous
works for the preparation of the network integration of sub-Poissonian entangled photon-pair
sources.
Emission from QDs is mainly determined by its wafer structure. An overall schematic of
the wafer cross-section in this work is illustrated in Figure 2.1, in which the QDs are formed
under SK process, as is illustrated in Section 1.3. Surrounded by GaAs and AlGaAs, a dual-QW
structure is formed with increasing bandgap energy from InGaAs, GaAs to AlGaAs. The high
energy barriers of the QWs prevent the carriers from tunnelling out, therefore introducing strong
confinement which favours the recombination of electron-hole pairs at QDs.
Doped stacked DBR mirrors made from GaAs/AlGaAs surround the QW. They consist of 17
repeats underneath the QD layer, and one repeat on the top. The DBR forms a weak vertical λ /2
cavity to enhance the emission from the QD around the centre of the telecom O-band toward
the vertical direction, which helps to suppress the background at the wavelengths outside of the
O-band when detecting entangled photon pairs.
Generation of entangled photon pairs would require excitation process that brings a QD
from its ground state to the XX state. Here we apply the optical excitation to the QD to
realise its photoluminescence (PL). Highly coherent photons could be generated by a so-called
resonance fluorescence excitation when the exciting laser is at the same wavelength as QD
photons. It, however, requires polarisation filtering to separate the excitation light from the
emitted photons, given spectral filtering is impossible. When the QD is used as entangled
photon pair sources, polarisation filtering collapses the entanglement prior to the correlation
measurement, incompatible with this work. A scheme called resonant two-photon excitation is
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Fig. 2.1 Details of the wafer used in this work based on its layered structure.
applied [94, 95] with laser pulses tuned to half of the energy difference between XX and ground
state. In terms of the wavelength, it is located at the centre of the XX and X photons, hence
could be applied with spectral filtering. We, in this work, consider an alternative method which
is non-resonant excitation in this work.
Non-resonant excitation schemes use a laser that emits light at higher energy than the
entangled photon pairs from QDs. The coherence time of the generated photons in this scheme
is shorter compared with resonance excitation due to stronger homogenous and inhomogeneous
spectral broadening [96, 97]. It is compatible with spectral filtering; therefore entangled photon
pairs could be obtained with the little background generated from the excitation laser. Non-
resonant excitation could be classified to be above or below-band excitation. When the excitation
laser energy is above the bandgap of the material surrounding QDs (GaAs in this case), electron-
hole pairs are generated at GaAs and fall into the potential well of the QD subsequently. It,
therefore, does not require the laser to focus on the exact QD directly. Such a feature facilitates
the excitation of QD, useful for QD characterisation. In below-band excitation scheme, the
excitation power is smaller than the surrounding semiconductor bandgap but higher than the
QD bandgap. The electron-hole pair is directly generated at the QD, therefore requires the
direct focus. Given that its laser energy is closer to the QD bandgap compared with above-band
excitation, it is expected that the entangled photon pairs are generated with less trapped charges,
resulting in longer coherence time in below-band excitation.
Here we introduce a micro-photoluminescence setup for applying non-resonant excitation
and collecting the QD emission, as is shown in Figure 2.2. A sample of QDs is held at cryogenic
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Fig. 2.2 A micro-photoluminescence (PL) setup installed above the QD for its excitation and
emission collection. The QD is installed in the cryostat cooled to cryogenic temperature. The
microscopic setup contains a set of confocal lenses to collect the emission light from the QD.
A dichroic mirror is installed above the objective lens for the excitation laser to be injected. A
camera is installed for observation, connected to the setup via a 45:55 Pellicle Beam Splitter
(BS). The micro-PL setup is integrated with a Picomotor translation stage controlled by a PC. It
is to move the collection spot over the entire devices to inspect different QDs.
temperatures in a cryostat, cooled by liquid helium. Above it is a confocal microscope setup
to collect the emitted light from the QD into a single-mode fibre (SMF). A 45:55 pellicle beam
splitter (BS) is installed before the collection, splitting a part of the light to an InGaAs camera
sensitive at the telecom O-band. The exciting laser is injected into the collection path with an
inserted dichroic mirror and focused down to the surface of the semiconductor sample by an
objective lens.
Another process that could be used for QD excitation is to electrically excite QDs, realising
a so-called Electroluminescence (EL). During the wafer growth, the top- and bottom-cavities are
respectively p- and n-doped, forming a p-i-n diode structure on the wafer with the QDs lying
in the intrinsic region. In EL, carriers are injected via a voltage or current applied to the QD
p-i-n junction. It normally requires device processing to deposit metal contacts to the positive
and negative region of the wafer, which is then packaged as a chip-like semiconductor device
connected to the power supply. We have witnessed works on compact QD device design which
all apply electrical injection [56, 61]. EL devices have a great advantage in network integration as
they require no excitation laser to be installed. However, EL excitation severely broadens the QD
emission at the telecom O-band in this work, potentially due to the second QW with lower energy
barriers introduced by the strain-relaxation layer. When a high positive voltage is applied on the
QD p-i-n junction, the energy shift is beyond the extent that could be treated as a perturbation,
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and the carriers partly recombine outside of the QD. This undermines the entanglement from the
QD emission. Therefore in this work, PL is applied for QD characterisation.
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2.2 Characteristics of the quantum dot emission light
A large number of QDs could be formed on a wafer in a single growth with varying optical
properties. Choosing an appropriate candidate QD is often required before the rest of the
experiments. Characterisation of QDs is therefore essential.
2.2.1 Fine structure splitting and its measurement
The QD formation procedure in the SK mode is yet non-ideal. The strain forms InAs QDs on
GaAs, simultaneously introducing a preferred elongation along the crystal lattice [110] direction.
Therefore the QD emission has linear eigenstates |H⟩ and |V ⟩ corresponding to its elongated
shape. Structural properties of the dot such as elongation and strain cause in-plane asymmetry of
the exciton wavefunction introduce the QD FSS [98, 99], generating a slight energy difference
between two decay paths corresponding to its emission eigenstates. An illustration of the FSS is
shown in Figure 2.3 (a).
After decay from XX to X, the states remained on X for a certain time τ . During this
period, a phase difference between the two intermediate states develops due to the FSS, as is
shown in Figure 2.3 (b). The entangled photon pairs emitted from the QD therefore has a phase
difference in its polarisation correlation depending on time τ on the superposition states. The





ℏ τ |VXVXX⟩) (2.1)
Fig. 2.3 (a) The degeneracy of the X levels is lifted for emitted polarisations corresponding
to the crystal axes of the QD. The energy difference of the X level δ between the two paths
corresponding to QD emission eigenbasis is the so-called FSS. (b) The FSS introduces a time-
dependent phase oscillation in superposition states between XX photons and X photons.
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in which δ represents the FSS energy. This FSS would result in a time-dependent oscillation
on the polarisation correlation between XX and X photons. Given that any detectors have a
certain time resolution, the measured entanglement fidelity corresponds to an average fidelity in
the time period of the detector’s resolution. Given by equation 2.1, a larger FSS would result in a
shorter oscillation period, leading to a more significant fidelity drop given the limited detector
resolution. Moreover, only photons contained in the first oscillation period of one emission
would be used, resulting in a reduced rate for QDs with larger FSS. Therefore, among all the
grown QDs, we selected ones that have small FSS for correlation measurements.
We here introduce a typical setup for inspecting the FSS of QDs. Its schematic is shown
in Figure 2.4. The emitted photons from the micro-PL setup directly reach a FSS analyser
consisting of a quarter-wave plate (QWP) and a linear polariser (LP). While rotating the QWP,
different polarisation component of the photons is sent to the connected spectrometer after the
analyser. We hence would notice a wavelength shift of XX and X photons.
The value of the QD FSS could be obtained via operations on the spectral analysing setup.
As is introduced previously, the FSS results in an energy level difference of the X state for two
different decay paths, represented by their density matrix [100]:
Ĥs1 = EH |H⟩⟨H|+EV |V ⟩⟨V | (2.2)
in which s1 is the eigenstate of the Hamiltonian Ĥ given:
s1 = |H⟩⟨H|+ |V ⟩⟨V | (2.3)
EH and EV in equation 2.2 are the X energy of the two decay paths with a FSS δ = (EH −EV ).
The introduced transformation from the optical fibre between QD and the setup generates a
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where p is the degree of polarisation of the entangled photons from the QD.
By rotating the QWP, we are selecting different polarisation components passing the LP,











in which χ represents the rotation angle of the QWP. The energy measurement result on the
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(cosθ (1+4cos4χ)+ sinθ sin4χ cosφ −2sinθ sin2χ sinφ) (2.7)
Given the average energy of XX and X photons E1+E22 are constant, we here investigate the




2p+ cosθ (1+4cos4χ)+ sinθ sin4χ cosφ −2sinθ sin2χsinφ
2+ p(cosθ (1+4cos4χ)+ sinθ sin4χcosφ −2sinθ sin2χ sinφ)
)
(2.8)
Here we review the above analysis once again. Despite the slight energy difference of |H⟩⟨H|
and |V ⟩⟨V | decay paths, the QD light is overall non-polarised as the FSS δ is negligible compared
with the overall photon energy. Therefore, the DOP p of QD emission is near zero. Hence, the
energy deviation ∆E are:
∆E(χ) =−δ
4
(cosθ (1+4cos4χ)+ sinθ sin4χ cosφ −2sinθ sin2χsinφ) (2.9)
The above function does include not only QD FSS information, but also the rotation θ and
φ by the transformation of the optical fibre. While rotating the QWP, the spectrometer would
record a spectral shift. Hence, one could obtain the central wavelength λ of the emitted photons
by performing a Gaussian fitting on the XX/X spectral line using the following equation:





in which A is the scaling factor of the intensity of the measured photons, λ0 is the central
wavelength and bg is the background count rate. The photon energy E is therefore:
E = hc/λ (2.11)
Fig. 2.4 Experimental setup for measuring the photon count rate and FSS. The QD is placed in a
cryostat, and a micro-PL setup is installed above for QD excitation and photon collection. The
emitted photons are connected to a FSS measurement setup, consisting of a quarter-wave plate
(QWP) and a linear polariser (LP) as an analyser, and a spectrometer for measuring the photon
energy.
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Fig. 2.5 (a) A set of InAs QD emission spectra measured by the spectrometer in the FSS
measurement setup with QWP rotating by a 10°step size. The X photon energy shift with respect
to the QWP rotation could be observed. (b)The change of XX/X energy offset with the QWP
rotation angle is shown in blue. And a curve fitting the energy offset is shown in black. From
such fitting, we obtain the FSS value of 20.4±1.7 µeV
where h is the Planck constant. We therefore obtain the energy difference with the QWP
rotation angle χ: ∆E(χ).
We here show a measurement on the emission spectra of an InAs QD with the rotation of
QWP by a step size of 10° in Figure 2.5 (a). One could notice the wavelength shift of X photons
with respect to QWP rotation. We fit the XX and X photon with a Gaussian curve and plot the
energy offset with the rotation angle in Figure 2.5 (b). By fitting a curve using equation 2.9, one
could obtain the FSS value of the measured QD.
The varying geometry from growth results in QDs grown on the same wafer has significantly
different FSS from around 5 µeV up to more than 150 µeV. Setting up a threshold for an
acceptable FSS value is important for searching a workable QD. We select those with FSS
value less than 10 µeV, considering the detector being a conventional APD for QKD systems
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with 170 ps jitter. This value is obtained via a calculation based on an analysis of QD FSS
corresponding to its entanglement fidelity deterioration. See Subsection 2.3.3 for more detail.
2.2.2 Emission intensity and single-photon property
Spectral analysis in the FSS measurement would allow us to identify emitted XX and X photons
by their wavelengths. Therefore entangled photon pairs could be separated from the background
by passing through a spectral filter. We in this work uses superconducting nanowire single-photon
detectors (SNSPDs) to detect photons. The observed count rate of XX and X varies from tens of
up to several hundred kHz, each directly measured by the SNSPDs with efficiency around 65%.
QDs with a good single-photon property requires a low probability of multi-photon contained
in a pulse. It is estimated by measurement of the second-order autocorrelation function (g(2)).
The experimental setup is shown in Figure 2.6. The emitted XX and X photons are separated
from the background by a spectral filter and split by BSs before reaching SNSPDs. During
the measurement, two SNSPDs corresponding to a single output are connected to a time-
correlated single photon counting (TCSPC) system, with the signal from one SNSPD used as
the synchronisation signal. It allows a measurement of the g(2) of both XX and X photons to be
obtained by performing a time-correlation on their corresponding SNSPDs signal (SNSPD 1 and





where n1(t) and n2(t) represents the count rates at time t on the two SNSPDs respectively.
τ is the time delay between two SNSPDs. When detecting sources with higher single-photon
purity, there is a smaller possibility that both detectors would detect a photon simultaneously (the
so-called anti-bunching), resulting in a g(2)(0) value more toward 0. The g(2)(t) value gradually
rises with the time delay, following a curve determined by the photon lifetime and excitation rate.
Ideally, the measurement result could be described by a fitting function taking a single excited
state into account:
Fig. 2.6 Second-order autocorrelation measurement setup. Emitted light from QD passes through
a spectral filter where the XX and X photons are separated. Each output is then connected to a
BS and two SNSPDs. Correlations are acquired using a time-correlated single-photon counting
(TCSPC) system that is not shown in the figure.
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g(2)(t) = 1− e−
|t−t0|
τ1 (2.13)
where τ1 is the photon lifetime. Due to a long-lived shelving state such as a dark state
accessible by a spin flip, a stronger bunching, meaning that a greater possibility to detect photons
at two output ports simultaneously, at a short delay could often be noticed. It could be captured
by adding a third level to the simple two-level system often used to model X emission:





where τ2 is the timescale of the additional decay processes with A being its coupling strength.
For fitting the X photon emission without considering the background, this three-level function
is applied. However, for g(2)(t) on XX photons, an additional level is necessary, potentially due
to more existing long-lived shelving states [101]. Hence we use:







as the function for XX and X photons. Similarly, τ3 and B represents the timescale and
coupling strength for the new level.









Fig. 2.7 Second-order correlation measurement on emitted XX photons from an InAs QD (dot
4), which was also used in the previous work [35, 102].
which is used to describe the cases with correlations of signal and background counts taken
into account. Figure 2.7 shows one result of a second-order correlation measurement on XX
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photons emitted from an InAs QD (dot 4), which was as well used in previous works [35, 102].
We notice its g(2)(0) reaches 0.12, well below a threshold g(2)th (0)< 0.5 for a source that shows a
good single photon property [103]. The background calculated from equation 2.16 is 6.6%.
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2.3 Entanglement fidelity evaluation
In an entanglement-based quantum communication system, the quantum bit error rate (QBER)





where F is the entanglement fidelity. Therefore, high fidelity entanglement is required for a
low QBER, leading to better security in a quantum network. Ideally XX and X photon pairs are
fully entangled due to the angular momentum conservation. The entanglement fidelity, however,
could drop due to the imperfection of the measurement and the imperfection of the source
including high QD FSS. In this section, we introduce a method for evaluating entanglement
fidelity based on the polarisation correlation measurement and provide the relevant analysis on
how it is influenced by detection basis misalignment and FSS.
2.3.1 Evaluation of entanglement fidelity by the polarisation correlation
measurement
The polarisation-encoded entanglement could be evaluated by the measurement of correlation
coefficients in three orthogonal polarisation bases on the Poincaré sphere. Let us assume that
the detection system is aligned for projection to a randomly oriented polarisation state |H ′⟩
described by its corresponding rotation angle θ and phase difference φ in spherical coordinates








eiφ |V ⟩ (2.18)
Revisiting the entangled Bell-state with FSS represented in equation 2.1, we project XX
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The correlation coefficients is defined as the contrast of co- and cross-polarised polarisation
correlation value, calculated by:
CPQ = (2pco −1)e−
t
τ (2.21)
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where τ is a constant accounting for exponential decay of the photon correlation due to the
natural lifetime of the X state and other spin dephasing processes including repumping.
When considering the rotation and phase of |H⟩, |D⟩ and |R⟩ polarisation states as follows:
θH = 0,φH = 0
θD = 90°,φD = 0
θR = 90°,φR = 90°
(2.22)


















based on the above relationship and equation 2.21. The fidelity is evaluated using the












Here, we have noticed that fidelity at zero-delay has a value 1.
2.3.2 Correlation measurement and bases alignment setup
To perform correlation measurements, we here introduce a typical setup [105] illustrated in
Figure 2.8. Here, the QD is installed in a vapour cryostat. The objective lens is placed in
the cryostat. Therefore it could support lenses with a higher numerical aperture (NA) of 0.7
compared with 0.5 in the micro-PL setup. It gives a great advantage in that more emitted photon
pairs could be collected. It as well provides more robust mechanical stability for the collection
setup, therefore usually used for QD characterisation.
We directly inject a polarisation reference on top of the cryostat. It is generated using a
light-emitting-diode (LED) at the telecom O-band and modulated by a setup consisting of a LP,
a HWP and a QWP. A flip mirror is installed in the collection optical path after the dichroic
mirror, operated to send either QD emission light or the polarisation reference to the correlation
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Fig. 2.8 A traditional method for aligning the measurement bases to the QD emission eigenbasis.
The QD is installed in a vapour cryostat. A polarisation reference is installed above the cryostat,
generated by a LED. Its polarisation is controlled by a polarisation modulation unit consisting of
a LP, a HWP and a QWP. A flip mirror is installed to select whether QD light or the references
are injected to the detection systems. The light passes a spectral filter and reaches a correlation
detection module. The module consists of an electronic polarisation controller (EPC) and a
polarising beam splitter (PBS) with two output ports connected to two SNSPDs each.
detection module. Before the fibre coupler, we introduce a LP to analyse the polarisation state of
the light.
In the detection module, instead of a BS before each pair of SNSPDs as is in the second-order
correlation measurement, we connect an electronic polarisation controller (EPC) and a polarising
beam splitter (PBS). By controlling EPCs, we can select to which polarisation state the entangled
photon pairs are collapsed.
We initiate the alignment by finding the QD emission eigenbasis. While keeping the LP
before the fibre coupler in the light path, we flip the mirror out of the optical path to inject the
QD emission light. The XX/X photons are thus collapsed to a linear state. Due to the FSS, the
corresponding XX (or X) photon energy for decay path of |H⟩|H⟩ and |V ⟩|V ⟩ are at different
level (Figure 2.3). Hence the measured X photon energy EX corresponding to the LP rotation








where EXH and EXV are the maximal and minimal emission energy of X photon corresponding
to QD eigenbasis. β0 is the offset angle between the initial position of the LP and the QD
eigenbasis. We hence rotate the LP by 5° steps and acquire the spectra to find the rotation angle
that corresponds to the highest X photon energy. The photon emission profile can be estimated
by the same Gaussian curve in equation 2.10 around its central wavelength. The fitting would
provide us with a relation of an emission energy shift with respect to the LP rotation angle. It
is then by another fitting to equation 2.26 that we can find the rotation angle with the shortest
wavelength of XX photon, corresponding to the QD eigenbasis.
We rotate the LP to the angle corresponding to the QD eigenbasis and connect the polarisation
reference to the system by flipping the mirror in the microPL setup. By rotating the HWP and
the QWP in the polarisation modulation unit after the LED, the polarisation states of the injected
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references to the microPL setup will be changed and reflected on the varying count rate shown
on the SNSPD. The state could be analysed by minimising the photon count rate on one of the
SNSPDs connecting to the target XX or X photons. And the rotation angle of the HWP and
QWP are recorded as their zero-angle.
Then we rotate HWP and QWP to align the references to the superposition states. To acquire
the rotation angles, we use Jones calculus for its analysis. In Jones calculus, one polarisation state
could be written as a vector containing two complex amplitudes of field Ex and Ey respectively













in which Ax and Ay represent the amplitudes of the light electric field in the horizontal and
vertical direction. φx and φy represent the corresponding phases. To simplify the analysis, we set
the default amplitude and phase of a Jones vector corresponding to its x-component; hence the







where θ is the rotation angle of the light with respect to horizontal direction, and φ is the
phase difference between electric fields at horizontal and vertical directions. Therefore, the





















Linear transformation of polarisation states, including waveplates, polarisers and fibre







to transform the input polarisation, E0, to the output polarisation, E1 by
E1 = AE0 (2.31)
In this polarisation analyser, HWP, QWP and LP have the following Jones Matrices AH , AQ,
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Waveplates and LPs are normally rotated as components to generate polarisation variations.
In Jones Calculus, a rotation with angle α on the component with a transformation matrix A















cos2(β )+ isin2(β ) 1−i2 sin(2β )
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2 sin(2β ) icos
2(β )+ sin2(β )
] (2.34)
Hence, the overall transformation equation from light with an input state E0 is
























cos(2α)sin(2β )+ sin(2α)(icos2 β + sin2 β ) (2.37)









From the above equation, we work out the following relations:
HWP QWP Jones Vector Polarisation state
0° 0° [1 0]T H
0° 45° [1 i]T R
22.4° 45° [1 1]T D
Table 2.1 Waveplates rotation angle and output polarisation states.
It is noticeable that Jones vectors span the space of full-polarised light. For partially polarised
light, it is worthwhile to introduce the concept of the Stokes vector, which is closely related with
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where s0,s1,s2,s3 are Stokes parameters that represents the intensity and polarisation ellipse
parameters. It has the following relationship with the corresponding Jones vectors of the state
|S⟩ [107]:
s0 = A2x +A
2
y
s1 = A2x −A2y
s2 = 2AxAy cosφ
s3 = 2AxAy sinφ
(2.40)
The so-called Stokes vector. It corresponds to the coordinate value of the state on the Poincaré
sphere. Here we consider the state |S⟩ on the Poincaré sphere in Figure 2.9 with two rotations θp
and φp. The Stokes vector of the state |S⟩ is:
Fig. 2.9 A polarisation state on the Poincaré sphere |S⟩. We introduce θp and φp to represent two
rotations of the polarisation state on the sphere with respect to the horizontal polarised state |H⟩
s0 = I
s1 = I pcosθp cosφp
s2 = I psinθp cosφp
s3 = I psinφp
(2.41)
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Where I is the intensity of the light and p is the degree of polarisation (DOP). It can be
figured out that the two angles θp and φp have the following relationship with the rotation and
phase parameter in Jones vectors representation (Equation 2.28):
θp = 2θ φp = φ (2.42)
Both Jones vectors and Stokes vectors are useful tools for studying polarisation optics.
Alignment of the polarisation detection units to the reference states is realised by operations
on EPCs to minimise the photon count rate registered on SNSPD 1 and 3. EPCs are controlled
by four channels, each driven by -5 V to 5 V voltage. Changing the voltage would cause a
change of polarisation on the input of the PBS and influence the SNSPD count rates. Therefore,
keeping the SNSPD signals as the feedback, one would be able to control the EPCs accordingly.
Co-polarised correlations are therefore registered by SNSPD 1 and 3. On the contrary, SNSPDs
1 and 4 indicates the measurement of cross-polarised cases. When the bases are aligned, the
voltages for each channel of the two EPCs are stored respectively in a local PC.
The QD is operated continuously in this work. Therefore, the generation time of entangled
photon pairs is randomly distributed. Hence we apply a so-called post-selection method, in
which we select events only with matching timing condition for each detector. We manually
apply a post-selection time-bin window, 32 ps in this work, larger than the time resolution of
detectors to obtain more events within each time-bin window.






for each time-bin window. In the above equation, cPP and cPQ refer to the measured
coincidences for the co-polarised and cross-polarised case.
2.3.3 Influence on entanglement fidelity by bases misalignment and fine
structure splitting
In practise, it is difficult to achieve perfect alignment of measurement bases to |H⟩|V ⟩, |D⟩|A⟩
and |R⟩|L⟩. We hence add an additional rotation angle θ ′ and a phase φ ′ as the misalignment to
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(2.44)
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Combine the above relation with equation 2.21, we can get the maximum achievable correla-
tion coefficients at zero-delay:
CHV = 1− sin2 θ ′(1− cos(2φ ′))
CDA = 1− cos2 θ ′(1− cos(2φ ′))
CRL = 1− cos2 θ ′(1+ cos(2φ ′))
(2.45)
From the above equation, we could estimate the introduced fidelity drop by a misalignment
of detection bases.
For the FSS influences on the entanglement fidelity, we analyse the measured correlation
coincidences given by equation 2.21, in which a sinusoidal oscillation with the period given by
the FSS and an exponential decay due to the photon lifetime and dephasing is introduced to
the correlation coincidences. While the influence of the decay is negligible considering a short
detector resolution of 100 ps, for an ideal emitter the oscillation will cause the fidelity to drop to
50% (the classical limit) after a quarter of the rotation period (h/δ ).
Hence, we select those QDs with the FSS value that corresponds to the oscillation period
equivalent to or greater than four times the detection resolution of SNSPDs. It leads to a
maximum affordable splitting parameter of δmax = 10 µeV in this work.

Chapter 3
On-Chip Pumping Device for Network
Integration
3.1 On-chip pumping device for InAs quantum dot at the
telecom O-band
While Chapter 2 introduces the QD selection based on FSS, an ideal sub-Poissonian entangled
photon-pair emitter for an optical quantum network should meet a more strict requirement of
suitable operating condition, telecom emission wavelength, high emission rate and coherence
time, good single-photon purity as well as small (near-zero) FSS. For telecom wavelength
devices, the requirements are yet far from being met. The devices in this work target a device
compatible with electrical operation and tuneability within the telecom O-band wavelength range
while maintaining good entanglement fidelity.
3.1.1 On-chip pumping device design
A potential solution for achieving electrically driven and tuneable QD devices is to apply an
on-chip design for both excitation and tuning. EL QD devices tuned by strain meet this condition.
However, their high operational voltage generates a high risk for operating the device, therefore
not suitable for deployment in a realistic network. In this work, we explore the alternative method
that is the integration of the pumping source with the QD device.
The device structures designed in works [92, 93] allow the electrical operation of the device
without bringing negative effects introduced by EL, as is discussed in Chapter 2. Despite this
progress, the application of the on-chip pumping (OCP) technology has not yet been demonstrated
on a sub-Poissonian entangled photon-pair source. Moreover, the wafer used in this work has a
different structure compared to the above works: an additional InGaAs strain-relaxing layer is
deposited on top of the QDs which influences the pumping and absorption property in the OCP
process.
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Fig. 3.1 (a) Concept of tuneable electrical entangled QD light source. A current is injected
via the top contact on the pumping diode for optical excitation of single quantum dots in the
embraced circular tuning diode. Both diodes share the same bottom contact not shown in the
figure. (b) Dimensions of the on-chip pumping (OCP) device. The black line indicates the edge
of the diode and the yellow line indicates the edge of the ohmic contact.
We have developed a new device inspired by optical excitation using a near-by device as is
introduced in [93]. Figure 3.1 shows an artistic image of the design. It consists of two parts:
a pumping diode and a tuning diode. The pumping diode is electrically excited by a current
injected from the ohmic contact on the left. The emitted light from it in the in-plane direction
optically excites the QDs located at the tuning diode. And a bias voltage could be applied from
the right ohmic contact for tuning the emission wavelength and QD FSS. Both Ohmic contacts
in the figure are attached to the p-type layer of the two devices. Another Ohmic contact is at the
n-type layer, not shown in the figure. In comparison with the side-by-side on-chip excitation
design in [93], the ring-shaped device allows relatively more light injected into the central region,
providing more excitation power to QDs at lower driving currents.
Appropriate device design is of great importance for the performance of any QD devices.
Firstly, a short separation between two p-types is preferred to enable sufficient light from the
pumping diode to reach the tuning diode. Meanwhile, we would like to have more dots contained
in one device for better yielding, meaning a larger area of the tuning diode is preferred. Figure
3.1 (b) shows the dimensions of the OCP devices. The circular region of the tuning diode has a
radius of 35 µm, which normally contains from tens of to a few hundred QDs depending on the
density. The outside ring of the pumping diode has an inner radius of 45 µm, leaving a 10 µm
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gap between the pumping and tuning diode. The overall device, including the pumping diode,
the tuning diode and bond pads has a width of 150 µm and a length of 450 µm.
3.1.2 Device fabrication
For device fabrication, a standard photolithography method is applied to achieve the required
geometry. The area of two devices is defined by etching the surrounding semiconductor material.
The photomask is designed based on the device dimension shown in Figure 3.1 (b).
The detailed procedure for device fabrication is shown in Figure 3.2. Steps (1-5) indicate
the etching procedures to form the device area. A layer of photoresist is applied on the wafer
surface by a spinner for photolithography (1). The photomask is then placed above the wafer.
With an ultra-violet (UV) light applied to the wafer followed by development in a dipping bath
(2), a window will be formed at the uncovered region of the photomask. It is then followed by
a so-called ’wet etching’ procedure, during which the wafer is immersed in diluted sulphuric
acid (3). It is etched down to the n-type region (4), leaving the unetched diode area as a p-i-n
junction with empty space at both p- and n-type region for depositing the ohmic contacts (5).
A relatively large window for wet etching is required for the acid fluid to fill in. Wet etching
also forms sloped sidewalls instead of vertical, since the acid etches the material to all directions,
making the part in contact with sulphide acid for longer time having a larger opening area. When
the above factors are considered, the 10 µm gap between the pumping and tuning diode is big
enough for etching to be performed successfully. Then we use Acetone to clean the etched device
for next steps.
Procedures (6-9) show the process for depositing the ohmic contacts for electric connection.
This procedure needs to be separated into the top (p-type) contacts and the bottom (n-type)
contacts since they use different materials [108, 109]. Given the uneven surface of the n-type
layer after deposition, annealing is required for the bottom contact; therefore, it is deposited first.
The bottom contact made of a NiGeAu alloy is deposited with a thickness of 100 nm. We
first use photolithography to open windows on regions for the planned n-type contacts (6-7).
Then it is placed under a metal evaporator with different materials loaded and deposited (8). The
annealing is performed after this step.
For the top contact, we follow the same procedure. Instead of NiGeAu as material, around
10 nm of Cr and 60 nm of Au is deposited after the photoresist window is opened by photolithog-
raphy. And it is finished without annealing. The fabrication is finished by removing the remaining
photoresist with Acetone (9).
The fabricated chip is packaged after finishing the above fabrication procedure. The deposited
ohmic contacts are bonded to a metal pad for external electrical connection using gold wires
for electric connection during operation. An image of two fabricated OCP devices is shown in
Figure 3.3 (a).
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Fig. 3.2 Fabrication of the pumping and tuning diodes and the deposition of the ohmic contacts.
The steps of the processing include (1) we use a spinner to deposit a 5 nm flat layer of photoresist
on top of the target chip cut from the wafer. (2) The chip is placed on the photolithography
machine covered by the photomask, which is designed with its dark field covering the area of
pumping and tuning diodes. The lithography light is then applied with the time condition of
9 seconds. (3) The chip is then developed for 45 seconds, leaving an open window. We then
use diluted sulphide acid to etch the device until it reaches the N-doped layer. (4) Reaching the
n-type layer requires sufficient etching of more than 550 nm. Therefore we etch it for about 50
seconds to realise such an etching depth. (5) We remove the photoresist by Acetone. (6)-(9) is to
deposit the ohmic contact for the diodes. In (6) we spin a layer of photoresist again. (7) We put
it underneath the designed photomask which has the ohmic contact part as the bright field. And
then it is exposed under the lithography beam for 9 seconds. (8) We deposit a layer of metal.
(9) The photoresist is removed by Acetone, leaving the ohmic contact on the device as the top
contact. The bottom contact is annealed after deposition.
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Fig. 3.3 (a) Microscope image of fabricated devices with attached bond wires. (b) Microscope
image of QDs in the structure emitting at telecom wavelength when applying a forward bias
to the pumping diode. A long-pass filter at 1100 nm is placed before the camera to suppress
short-wavelength pumping light for better visibility of QD emission.
The packaged chip is then installed in the cryostat, attached to a cold finger with wires
connected to both the pumping diode and tuning diode. A current source is connected to the
pumping diode and a voltage source is connected to the tuning diode. Here, a microscope
image of it illuminated under the driving condition of 3 mA for the pumping diode and -3 V bias
for the tuning diode is taken, recorded using an InGaAs camera which is sensitive at telecom
wavelengths. One could notice the glowing individual QDs at the telecom O-band.
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3.2 On-chip pumping properties
3.2.1 On-chip pumping efficiency
To explore the influence of the wafer structure on the on-chip pumping excitation, we have
investigated the pumping light property. In an ideal case, it is directly measured in the in-plane
direction. This is, however, not achievable with a typical micro-PL setup. Thus, we fabricated
another chip containing OCP devices with the same design on the wafer used in work [93], and
performed a set of pumping diode-QD emission measurements. We here use the name W1310
for the current wafer with 1310 nm QDs, and W950 for the previous wafer with 950 nm QDs
for simplicity. The major difference between the wafer of W950 and W1310 is the existence
of the InGaAs strain relaxation layer and bigger QDs on W1310. We select one device on each
fabricated chip for the comparison; both operated in a pumping condition that is near-saturated,
with identifiable X photon spectral line. The applied bias on the tuning diode is -1.5 V for the
device on W950, and -2.6 V for the device on W1310. These two voltage values are optimised
for X photon emission for both devices.
Fig. 3.4 The wafer structure of W950 and W1310 and the corresponding emission spectra of 2
OCP devices. (a) shows the emission spectra of the pumping and tuning diode measured on the
OCP device based on W1310. The blue line is the emission from the pumping diode, and the red
line is that from the tuning diode. (b) is the corresponding wafer structure of W1310. (c) and (d)
are the OCP device emission spectra and wafer structure of W950.
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We record the emission spectra from a QD on each device. And they are plotted with the
corresponding wafer structure in Figure 3.4, where (a) and (b) are the measured spectra and
wafer structure of W1310, and (c) and (d) of W950. The red curves in both figures represent the
spectra of the measurement on the pumping diode, and the navy curves represent those measured
on QDs in the tuning diode. The pumping light for the measured two wafers is peaked at around
830 nm for W950 and 980 nm for W1310 respectively.
A good evaluation of the pumping efficiency could be made via the ratio between the collected
pumping light intensity of the pumping diode and the tuning diode represented by a pseudo
efficiency factor η :
η = I1/I2 (3.1)
where I1 is the emission intensity from the tuning diode of the pumping light band, and I2 is
the emission intensity from the pumping diode of the same band. It corresponds to the integrated
intensity of area 1 and area 2 in Figure 3.4 (a) and (c). Given that the tuning diode is only excited
by the light emitted from the pumping diode and the two diodes share the exact wafer structure,
such an efficiency factor indicates the ratio of pumping light reaching the tuning diode.
The two measurements observe significant differences in pumping efficiency and background.
We obtain η1 = 1/2 for W1310, and η2 = 1/6 for W950. The current applied on the pumping
diode of W950 to achieve saturation was 15 mA in comparison with 1.6 mA on W1310 via a
comparison between the on-chip excitation and PL spectra. The separation of the pumping light
from the QD emission is more than 300 nm on W1310 compared with around 100 nm on W950.
The large separation further guarantees small leakage from the pumping light to the telecom
O-band. In comparison, a strong background was observed on the emission of the QD on W950.
A pumping-favoured environment could explain the improvement mentioned above in the
on-chip excitation efficiency of W1310. Firstly the DBR cavity mode, which aims to enhance the
vertical emission from QDs at the telecom O-band, suppresses the vertical emission of the light
at the wavelength outside of the cavity resonance window. Therefore, the in-plane transmission
is preferred. Another contribution is from the InGaAs cap layer. In W1310 spectra, photons
from the pumping light at around 980 nm have the energy just above the InGaAs bandgap
(corresponding to 1030 nm emission wavelength at 4 K) and below GaAs (820 nm). It means
that the pumping light is emitted from the QW consisting of the InGaAs and InAs WL. As is
illustrated in Figure 1.4, the pumping and absorption area on W1310 has a thickness greater
than 5 nm. In comparison with the WL on W950 of only 0.5 nm, it significantly increases the
absorption area given that the effective pumping light emits in the in-plane direction.
3.2.2 Location influence on the on-chip pumping emission spectra
During the device fabrication, we have experienced the non-uniform characteristics of the wafer
structure and the QD distribution. The QD density increases from the centre to the edge of the
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wafer. This variation may come from the growth with a temperature gradient over the wafer. This
may as well influence the OCP process. We therefore fabricated several devices over different
locations on the same wafer and recorded their spectra for investigation.
Although on-chip excitation under appropriate driving condition (<5 mA) and QD emission
are achieved on all the devices, a spectral difference is noticed. Figure 3.5 shows a spectra
comparison for fabricated OCP devices at different locations. Among the three devices (a) is
closest to the wafer centre, with lowest dot density; while (c) is closest to the edge with the
highest density. A clear difference in the OCP efficiency could be noticed by comparing their
η factors. The efficiency decreases from the device in (a) to (c). The stronger GaAs emission
at around 820 nm from devices (b) and (c) also indicates the largely over-saturated EL on the
pumping diode. It means that a higher power is required for the devices toward the edge of the
wafer to excite the QDs located in the tuning diode based on the same design.
Fig. 3.5 Emission spectra of 3 OCP devices. The lines in blue represents the emission spectra
collected from pumping diodes, the lines in red represents the light collected from QDs. From
(a) to (c), the region gets closer to the edge of the wafer with higer density of QDs.
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The efficiency variation may come from the difference of the wafer structure; however, we
have not yet carried out a detailed study on it. Moreover, one could notice that the emission
spectra of the pumping (InGaAs) layer are different in these three devices. In (b), InGaAs
emission shows a different feature for pumping and tuning diodes. It might be due to the higher
dot density towards the edge that results in more recombination of carriers. Therefore more
pump light is required to get the individual dots bright.
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3.3 Characteristics of the quantum dot emission
In this section, we discuss the photon statistics and entanglement properties of the OCP device.
Typically one OCP device contains 100-200 QDs in its tuning diode. We have inspected one of
the devices with roughly 120 QDs primarily based on their FSS. Owing to the random nature
of the self-assembled QDs used here, photons emitted at telecom wavelength generally exhibit
a broad variation of parameters, requiring the selection of an emitter with suitable properties.
For the device displayed, there is one QD (dot17) meeting the requirements for brightness and
entanglement fidelity. The following characterisations have been carried out on this QD.
Fig. 3.6 Dot 17 emission spectrum and second-order correlation function. (a) Spectrum of
quantum dot for -2.6 V bias voltage applied to the tuning diode. The exposure time was 2 s.
Measurement of second-order correlation function for (b) XX and (c) X photons including
numerical fit. Displayed error bars are propagated from Poissonian counting statistics.
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3.3.1 Emission spectrum and single-photon purity
Dot17 is driven by a fixed pumping current of 1.6 mA and a bias voltage of -2.6 V for tuning
the XX photon to the centre of the telecom O-band (1310 nm). The count rate of XX and X are
respectively 500 kHz and 400 kHz, each directly measured by a detector (SNSPD, with a jitter of
70 ps and detection efficiency of around 65%).
Figure 3.6 (a) and (b) shows the second-order auto correlation measurement on the XX and X
photons, and (c) is the corresponding emission spectrum of the dot 17. By fitting a four level g(2)
curve on the measured result, we obtained g(2)XX(0) = 0.08 and g
(2)
XX(0) = 0.08. The background
calculated from those two measurements using equation 2.16 are respectively 4.2% and 4.4%.
Compared with the optically excited QDs in Chapter 2, the XX/X photon count rate stays at
a similar level. And the background level has dropped by around 2.2% for X photons. Such a
difference might be from the difference of the QD or from the in-plane excitation. But overall, it
illustrates that the OCP process results in a similar level of single-photon purity of the emitted
photons from a QD as when excited using a laser.
The second-order autocorrelation measurement is only shown when the pumping diode
and tuning diode is driven in continuous-wave (CW) mode. We have applied 100 MHz pulsed
operation on the device (pumping diode). However, the obtained photon rate is too low to show
any clear second-order autocorrelation properties.
3.3.2 Wavelength tuneability
The wavelength tuneability is studied by recording the QD emission spectra at the telecom
O-band while changing the tuning applied bias of the OCP device. We keep the current at 1.6 mA
and tuned the voltage from 0 to -3.8 V with a step size of 0.1 V. Figure 3.7 shows the wavelength
tuning range of dot 17. More than 30 nm and 25 nm are achieved respectively on XX and X
photons. The electric field E in the plot is calculated by the relation E = (V −V0)/d. The internal
electric field V0 is estimated as the built-in potential of the AlGaAs barrier taken to be 2.2 V, and
the width of the intrinsic region d is 203 nm.
The wavelength tuneability in several relevant works is summarised on QD in table 3.1. Here,
the comparison of the wavelength (or energy) tuning range to the maximum introduced electric
field could be used for estimating the tuneability. The QDs in [89, 90, 110] emit photons at short
wavelengths (around 900 nm), self-assembled InAs/InGaAs QDs grown surrounded by GaAs,
forming one QW. In particular, the InGaAs QD in [110] has additional layers for strain tuning
underneath the QW. [111] shows an InAs QD embedded in InP substrate, emitting at around
the telecom O-band. Unfortunately, only the voltage is provided in works [90, 111] without
information regarding the electric field. In comparison with the above works that have one QW
surrounding the QD, the wafer in this work (also in work [54]) with a dual-QW shows a higher
tuning range when applying a similar range of electric fields.
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Various factors contribute to the tuneability of QDs, including the III-V semiconductor
material and wafer structure. QDs have highly confined excited quantum states, and thus their
emission wavelengths are limited within a narrow range. Hence loosening the confinement
would help the QDs gain wavelength tuneability within a certain range. Reviewing the structure
of this wafer, the QDs are located in a dual-QW structure. The first QW is formed by GaAs
surrounded by AlGaAs barriers, and the second QW is formed by InGaAs surrounded by GaAs
barriers. Compared with QDs in a wafer without a cap layer (InGaAs in this case) where the
GaAs-AlGaAs QW is mainly used for preventing the carriers from tunnelling out, the second
QW further loosens the confinement of the excited states of QDs. As a result, a change of the
electric field across the electron-hole pair in a QD results in a greater energy shift of the wave
function.
3.3.3 Fine structure splitting tuneability
In comparison, the strain-tuned devices are operated under a much smaller electric field. However,
due to significantly larger distances between the metal contacts, the applied voltages are often
around several hundreds of volts. For magnetic field-tuned devices, a 9 T field is even less
practical for network integration of a proper emitter.
As introduced previously, FSS in self-assembled QDs is caused by the geometric imperfec-
tion during the growth. The time-dependent oscillation originated from the FSS reduces the
entanglement fidelity. Similarly, the FSS could be tuned by applying an electric field, magnetic
field or strain. Thus, it is therefore important for the QD to stay entangled, while the change of
the applied bias tunes the emission wavelength. As is introduced in Chapter 2, a FSS less than
10 µeV is required.
Fig. 3.7 Wavelength tuning of XX and X photons of the dot used in this work. Both can be tuned
over 25 nm.
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Although the FSS measurement method introduced in Section 2.4 is an effective method
for inspecting a large amount of QDs, it requires two numerical fits that potentially reduces the
accuracy. We here use an alternative approach for a better precision. FSS is the value of the
splitting energy level of QD exciton states, hence directly reflected on the polarisation correlation
of the generated entangled photon pairs. Reviewing the co-polarised coincidences:
pco = |
〈
P′X | H ′
〉





(1 − cos( δ
ℏ
t − 2ϕ))) (3.2)
The time-dependent oscillating factor cos( δℏ t − 2ϕ) is influenced by FSS δ . Thus, by
fitting the measurement curve with the above equation, the FSS value can be obtained.
Figure 3.8 (a) shows a measured polarisation correlation on the dot 17 at a random superposi-
tion basis and the fitted curve of such a measurement by equation 3.2. In this measurement, the
X photon is used as a synchronisation signal; therefore the time-axis is reversed.
A bias-dependent FSS measurement has been carried out using the above method. The result
is shown in Figure 3.8. As an electric field is applied all transitions Stark shift with the applied
field, following the form [89]:
E = E0 − pF +βF2 (3.3)
where p is the permanent dipole moment in the z-direction, and β is the polarizability and F
is the applied field. Here we notice that within the wavelength tuning range, the FSS stays below
the threshold of 10 µeV.
Reference Method Central wavelength Tuning range Maximum field
[90] Electrical field 900 nm 1 nm (0.6 V)
[110] Electrical field 893 nm 4 nm 80 kV/cm
[89] Electrical field 941 nm 18 nm 450 kV/cm
[111] Electrical field 1355 nm 7 nm (26 V)
[54] (same wafer) Electrical field 1280 nm 50 nm 400 kV/cm
This work Electrical field 1310 nm 30 nm 150 kV/cm
[71] Strain 1254 nm 2 nm (400 V)
[85] Strain 949.8 nm 2 nm 25 kV/cm
[86] Strain 886.2 nm 3 nm 30 kV/cm
[60] Strain 888 nm 1.6 nm 25 kV/cm
[110] Strain 888 nm 0.7 nm 16 kV/cm
[87] Magnetic field 973.5 nm 0.8 nm 9 T
Table 3.1 Summary of the wavelength tuneability from various works on tuneable QD emitters.
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3.3.4 Photoluminescence and electroluminescence spectra comparison
We compared the emission of this dot when excited by the pumping diode with when excited
using PL with an external laser, as is shown in Figure 3.9. The laser diode has an emission
wavelength of 850 nm. Both spectra were acquired with the spectrometer integration time set
to two seconds. In order to acquire the same X photon emission intensity, we need to tune the
excitation power to be over-saturated for the PL process, indicated by double the emission rate
on XX photons. Given that 850 nm is closer to the GaAs bandgap at 4 K (1.52 eV, corresponding
to around 820 nm), the PL spectra shows more features of the above-band excitation such as
higher background around the XX and X emission line due to the introduced perturbation.
Fig. 3.8 The FSS is obtained by a fitting of the oscillation when recording X-XX correlations in
a superposition basis. (a) shows one of the measurement result. (b) shows a change of the FSS
for the dot used in this work with respected to the applied voltage bias.
Fig. 3.9 Comparison of PL and OCP spectra on dot 17. PL is performed with a laser at 850 nm.
And the QD emission spectrum under this process is shown in (a). The QD emission spectrum
from the OCP process is shown in (b).
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Two reasons are contributing to this difference. Firstly, the laser wavelength for PL scheme
is closer to the GaAs bandgap. Therefore, a relatively larger proportion of the pumping light
generates carriers at the GaAs instead of the InGaAs QW. Secondly, the OCP pumping light is
resonant with the absorption area of the tuning diode, generating carriers in the QW more easily.
Overall speaking, the OCP process generates a cleaner spectrum than PL at shorter wavelengths,
making it a favourable excitation scheme for the QDs with this wafer structure.
3.3.5 Entanglement fidelity
An entanglement measurement is carried out using the setup illustrated in Figure 2.8 on the
selected QD from the OCP device. Figure 3.10 shows an in-lab measurement result of the
correlation contrast of three bases and the calculated entanglement fidelity. The data is recorded
for 30 min for each basis and a post-selection window of 32 ps closest to the zero-delay of the
XX and X correlation is applied. For this QD, we obtain around 97.32±1.2% maximum fidelity.
This illustrates that OCP devices have the potential to provide high-fidelity entangled qubits
comparable to QD entangled photon-pair sources under PL excitation. The electrical operation
further guarantees its network integration capability.
Fig. 3.10 Polarisation correlation measurement result of the entangled photon pairs emitted from
dot 17 in the OCP device. (a), (b) and (c) respectively represent the normalised correlation




Entangled Photon Transmission over an
Installed Loop-back Fibre
4.1 Fibre birefringence
Currently, two main encoding schemes for quantum states have been adopted, both in their
polarisation [35, 101] and time-bins [112, 113]. These two encoding methods would likely
coexist in a real quantum network. We here focus on the transmission of polarisation-encoded
qubits, which are naturally favoured for qubit generation in sources based on sub-Poissonian
quantum emitters [50, 67, 114, 115] due to the ability of directly interfacing with electronic states
on optical dipole transitions. The stability during qubit transmission, however, is undermined by
random birefringence variation in optical fibre generated by varying environmental conditions.
In particular, the installed single-mode fibre, which is used in this work, has introduced fibre
birefringence by the internal or external stress [116] that generates the polarisation states variation
during transmission. Our target is to develop a system that compensates for such variation.
Fig. 4.1 Phase delay introduced by fibre birefringence. When the input light propagates through
the first segment of the optical fibre, the birefringence would generate a phase delay ∆τp between
the projected components along the fast ( f ) and slow (s) axes.
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Optical fibre imperfections, as well as the introduced perturbation, create a polarisation-
dependent change of the refractive indices. We represent such a change based on two distinct
polarisation eigenstates: normally referred to as ’fast’ and ’slow’. To understand the polarisation
states variation caused by fibre birefringence, we normally resolve the state into components
along the fast and slow eigenstates. However, the fibre birefringence is more complicated in real
cases, considering the optical fibre is normally bent and exposed to forces in different directions.
Hence, we first consider a short optical fibre segment of length L, along which the birefringence
is fixed, as is shown in Figure 4.1. The propagation constant along the two eigenstates are





where ω is the light frequency. The two polarisation components along the eigenstates would













The current polarisation state with the introduced phase delay would now propagate along
another short segment of the optical fibre with the orientation of the eigenstates along a different
direction from the first segment. For an installed fibre meandering along various geographically
different locations with varying temperature and external stress, the birefringence direction could
have a great variation, making the calculation highly complex. Hence, to simplify the analysis,
we represent such a transformation based on the Poincaré sphere, as is shown in Figure 4.2. The
fibre birefringence could be denoted by an axis, along which the polarisation states rotate for
∆β
ω
L where L is the fibre length.
Fig. 4.2 An illustration of a fixed fibre birefringence influencing the polarisation states variation.
The fibre birefringence ∆β
ω
is frequency-dependent, with its direction shown with a blue axis
on the Poincaré sphere. The polarisation states variation caused by such a fibre birefringence
corresponds to a states rotation along the birefringence axis with the value ∆β
ω
L where L is the
length of the fibre.
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An installed fibre would have segments with different birefringence axis, and this results
in the random polarisation states variation over a long installed fibre. Therefore, it could be
compensated by unitary transformations applied by polarisation controlling components.
We notice that the polarisation states variation over an installed optical fibre is influenced
by the birefringence direction, fibre length and light frequency. In realistic cases, when light
with different wavelengths propagates over the same fibre, the polarisation states variations are
randomised for each wavelength. Such a phenomenon will be discussed in Section 3.5.
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4.2 Polarisation stabilisation method
We design the polarisation stabilisation system based on the analysis in the previous section.
Polarisation controlling units need to be introduced and installed. Components such as EPC,
HWP, QWP and fibre-wave plate (FWP) are the effective equipment to generate compensation
operations against birefringence-introduced polarisation states variation when feedback signals
are provided. For polarisation entangled photon pairs, arbitrary polarisation states need to be
stabilised for entangled qubit transmission. In this scenario, two references with non-orthogonal
polarisation states are required to be able to lock any arbitrary polarisation drift effectively.
We use |Sa⟩ and |Sb⟩ to represent the two non-orthogonal references, and a unitary transfor-
mation U f to represent a random rotation of polarisation states caused by fibre birefringence.
Such a transformation acts on both of the two non-orthogonal polarisation states. We apply two
compensation operation, represented by Ra and Rb respectively. The transformation has to meet
the following conditions [117]:
RaU f |Sa⟩= |Sa⟩
Rb |Sa⟩= |Sa⟩
RbRaU f |Sb⟩= |Sb⟩
(4.3)
in which Ra and Rb compensate respectively for the states variation applied on |Sa⟩ and |Sb⟩.
From the above equation, RbRa =U f −1 leads to the full compensation of arbitrary changes in
birefringence. Operational cross-talk is avoided if the transformation by Rb does not change the
states of |Sa⟩.
The compensation could be physically represented on a Poincaré sphere as movements
and rotations, as is shown in Figure 4.3. Three states are shown on this sphere: |S⟩, which
represents an arbitrary random input to be stabilised. |Sa⟩ and |Sb⟩, which are two reference
states injected simultaneously with |S⟩. These two references are originally aligned to two known
detectable states with orthogonal directions on the sphere, for example |H⟩ and |A⟩. When fibre
birefringence variation occurs, all states undergo the operation by U f and reach their transformed
states |S⟩′, |Sa⟩′ and |Sb⟩′.
The stabilisation mechanism here reacts to the polarisation state changes. We operate the first
polarisation controlling component to apply a unitary transformation Ra on the first reference,
bringing it to its original state |Sa⟩. The proper operation could be realised based on a feedback
signal by the detection of the first reference which monitors the projection of the state along the
axis of |D⟩|A⟩. Meanwhile, this operation transform |Sb⟩′ to a state |Sb⟩′′. It is a state on the
equator along |D⟩|A⟩ axis. Therefore, an additional operation Rb on the second reference on the
equatorial direction along the axis |D⟩|A⟩ would successfully recover it to the original states
|Sb⟩ without generating disturbance to the recovered |Sa⟩. Given that the states along two axes
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Fig. 4.3 (a) A physical representation of the polarisation states variation caused by fibre bire-
fringence on the Poincaré sphere. |S⟩, |Sa⟩ and |Sb⟩ are the three input states, in which |Sa⟩ and
|Sb⟩ have polarisation |A⟩ and |H⟩ respectively. |S⟩′, |Sa⟩′ and |Sb⟩′ are the three transformed
states by an unitary operation U f caused by the fibre birefringence. (b) A physical representation
of the polarisation stabilisation mechanism. Ra and Rb are the two operations applied by polar-
isation controlling components on the three states. The first operation is Ra, which brings the
transformed state |Sa⟩′ to |Sa⟩, and |Sb⟩′ to |Sb⟩′′. Then the second operation Rb brings |Sb⟩′′ to
|Sb⟩.
are fixed, the polarisation state variation is compensated over the whole Poincaré sphere and the
input light |S⟩ is recovered to its original state.
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4.3 Stabilisation system architecture
4.3.1 System design
When designing the system, the following points need to be considered:
1. Reliable feedback signal.
2. Effective implementation of recovery transformation Ra and Rb.
3. Little influence on qubit rate and background.
We designed a stabilisation system that is operated based on feedback given by polarisa-
tion references [61, 118]. Figure 4.4 shows its schematic. References are generated using a
wavelength-tuneable laser operated at telecom O-band. It is tuned to emit the same wavelength
as the transmitted photons.
As is introduced in the previous section, two non-orthogonal references need to be stabilised
in order to compensate for arbitrary polarisation changes. We place a LP just after the laser to
make the emitted light polarised, and a BS to split the emission light of the laser into two paths.
An EPC is installed in one of the two split paths for alignment. By operating the optical switch
(OSW1), we connect one of the references to the system.
To detect the polarisation states after propagating along the birefringent fibre, we apply a
similar setup as the correlation measurement setup. Two power meters (PMs) instead of SNSPDs
are installed after PBS, which detect polarisation projection values of the input light based on the
measured power. Two EPCs (EPC 3 and 4) are installed on separated fibres for calibrating the
polarisation measurement bases before the PBS. And two OSWs are operated to select one of the
EPCs to be connected to the system. We introduce a polarisation projection value, represented





in which P1 and P2 stands for the measured power value given by PM1 and PM2. In an
ideal case, when the input matches one of the state (denoted by |H⟩) selected by the PBS, the
corresponding PM will have a maximum measured power value (P1max) and the other PM will
measure (P2 = 0). Therefore in this case, the power value has a maximum of polmax = 1. When
the input state is at the orthogonal state |V ⟩, it reaches the minimum polmax =−1. Represented
on the Poincaré sphere, pol is a polarisation projected value of any polarisation states along the
|H⟩ |V ⟩ axis. We could estimate the angular deviation θ to an arbitrary direction from the |H⟩
state using the following equation:
θ = 2× arccos(pol) (4.5)
The detection modules are aligned to the same axes as the generated references. It means
that the initial input will be at one end of the detection axis that has a reference value of pol ≈ 1.
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Fig. 4.4 (a) An illustration of the polarisation stabilisation system. The input polarisation
references are generated by a tuneable laser emitting at the telecom O-band, passing a LP and
split by BS1. EPC1 is for tuning the polarisation state of one of the references. An optical
switch (OSW1) selects which reference is injected to the installed fibre. EPC2 and FWP are the
components generating the polarisation compensation operation. BS2 is a 90:10 BS to monitor
the polarisation state during the alignment. And its 10% output port is connected to a Polarimeter
that is not shown here. The two detection bases are monitored by EPC3 and EPC4, switched into
the system by OSW2 and 3. The states are detected by a system consisting of the two EPCs, a
PBS and two power meters. (b) two references with states |Sa⟩ and |Sb⟩ are tuned to have the
states |H⟩ and |D⟩. (c) Detection bases are aligned to |H⟩ and |D⟩. The polarisation projection
values pol are measured by this setup.
When operating the polarisation stabilisation system, the system would maximise the pol value,
keeping it at its original location on the Poincaré sphere.
We align the two references to have orthogonal directions on the Poincaré sphere, for example,
the states |H⟩ and |D⟩ as is shown in Figure 4.4 (b). This configuration maximises the detection
sensitivity for polarisation change in any directions. The detection bases are aligned to |H⟩
and |D⟩, corresponding to the two input states, as is shown in Figure 4.4 (c). Hence, the states
variation would be represented by the drop of pol at each detection base.
EPC2 and the FWP connected before the detection setup respectively apply stabilisation
operations Ra and Rb. Importantly, operations on the FWP need to meet the requirement of Rb,
which is the second condition in equation 4.3, to not change the polarisation state of |Sa⟩.
The FWP used in this work is a length-tuneable birefringent fibre. It has introduced static
stress similar to a polarisation-maintaining fibre (PMF), resulting in its orthogonal fast and slow
optical axes. Reviewing the introduced phase delay during lightwave propagation in an optical
medium with birefringence in equation 4.2, we notice that when the FWP length changes, the
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Fig. 4.5 Performance comparison of two EPCs. Both EPCs are injected with a given input
polarisation state, and output to a polarimeter which is operated with a 30Hz recording rate. Both
EPCs are running in scrambling mode with 3 Hz, 7 Hz, 11 Hz and 19 Hz for four channels. (a)
shows the output polarisation states from a malfunctioned EPC. The output polarisation state
is highly restricted within one region occupying a quarter-sphere. One could compare it to a
normally operated EPC shown in figure (b) where the polarisation is perfectly randomised.
introduced phase difference varies accordingly, resulting in a polarisation states rotation around
an optical axis on the Poincaré sphere, with the two endpoints on the axis corresponding to the
fast and slow optical axis of the FWP. This is the operational principle of the FWP. In such a
case that the input light is aligned to one of the endpoint states on the rotation axis, the state will
remain unchanged during the operation of FWP. Hence, we align the rotation axis to the state
|Sa⟩. Such a property of the FWP cannot be achieved straightforwardly by a normal EPC which
controls polarisation by applying forces to the optical fibre.
During tests, we have discovered a malfunction occurring in most of the EPCs. The EPC has
four channels applying forces onto the embedded fibre from four directions to change the output
polarisation. Each channel is operated by a voltage in the range from -5 V to 5 V. However,
during tests, we have found that most of the EPCs (OZ optics) had performance problems for
polarisation control, hence failing to generate the appropriate transformation Ra. For specific
input polarisation states, the EPC transforms to output states only within a restricted region
on the Poincaré sphere. We have recorded such malfunctioning when running the EPC with
four channels having different prime-number modulation frequencies. From the result shown in
Figure 4.5, with a fixed input polarisation state, the biased-EPC gives output polarisation states
restricted within a quadrant in (a) compared with a whole-sphere coverage in (b) generated from
a normally functioning EPC. As a result, when performing the actual experiments, we carefully
inspected each EPC to ensure they function normally.
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4.3.2 Stabilisation system alignment
Fig. 4.6 Reference and detection alignment procedure illustrated on the Poincaré sphere. (a)
Original states of the two references. The states are detected by a polarimeter based on which
the EPC is operated to align the state |Sb⟩
′ to have orthogonal direction to |Sa⟩. (b) Aligned two
references. (c) Operation of the FWP from the polarisation controlling module would generate
rotations on the two references. We connect |Sa⟩ to the detection system to monitor the rotation
after the FWP via a polarimeter connected at BS2. (d) Operation of EPC2 to minimise the
rotation of |Sa⟩. (e) Aligned |Sa⟩ to the FWP rotation axis (f) Detection systems are aligned with
first and second polarisation reference by an operation on EPC3 and EPC4.
The stabilisation system needs to be initially aligned to meet the following two requirements:
the first being two detection bases matching the two reference states which have orthogonal
directions on the Poincaré sphere; the second being rotation Ra and Rb corresponding to the
operation on EPC and FWP respectively. The critical procedure here is to align |Sa⟩ and the
corresponding detection system to the FWP rotation axis. By doing so, any operations on the
FWP (Rb) will not generate transformation on the |Sa⟩ state. Following the system design in
Figure 4.4, we developed alignment procedures explained below. Each of the following steps
corresponds to a figure shown in Figure 4.6.
(a) The two initial reference states are represented by |Sa⟩ and |Sb⟩
′. While maintaining |Sa⟩,
we operate EPC1 in Figure 4.4 (a) to align |Sb⟩
′ to reach a required state that has orthogonal
direction with |Sa⟩. A polarimeter is connected to the output port of OSW1 for monitoring this
operation.
(b) shows the aligned second reference at the state |Sb⟩.
(c) We start the alignment of the state |Sa⟩ to the rotation axis of the FWP. In this system, a
90:10 BS (BS2 shown in Figure 4.4) is installed after EPC2 and the FWP. We connect the 10%
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output to a polarimeter for monitoring the polarisation states after the controlling components
and operate OSW1 to inject the first reference with the state |Sa⟩. The FWP is then continuously
operated, generating a circular movement on this polarisation state on the Poincaré sphere.
(d) Via operations on EPC2, the polarisation state rotation is minimised.
(e) When there is no states variation observed, |Sa⟩ is aligned with the rotation axis of the
FWP and |Sb⟩ is at the equator.
(f) Align detection polarisation bases by adjusting EPC 3 and 4. By operating OSW 2 and
3, we connect EPC3 to calibrate the first detection basis. Instead of a polarimeter, the feedback
signal is generated by the polarisation contrast value pol calculated from the measured optical
power P1 and P2 by power meters PM1 and PM2 (equation 3.1). We operate EPC3 to maximise
pol. After it is successfully aligned, we switch the system to the second reference by operating
OSW 1, and the second detection basis by operating OSW 2 and 3. EPC4 is then operated to
perform the same alignment.
4.3.3 Time-division multiplexing and system operation
We apply a time-division multiplexing (TDM) scheme to integrate the polarisation stabilisation
system with the polarisation correlation setup introduced in Chapter 2. The overall system design
is illustrated in Figure 4.7. Module A and B are the two parts, respectively for generating the
polarisation references and for detecting the states, of the polarisation stabilisation system. The
microPL setup and the spectral filter are in module C and the detection setup for correlation
measurement are in module D.
The connection of these modules is controlled by OSW 4 and 5 in a TDM architecture.
OSW4 is at one end of the installed fibre, and OSW5 is on the other end, connected after the
polarisation modulation components. By controlling OSW 4 and 5, we can choose to send
either qubits to the correlation measurement system by connecting module C and D; or the
polarisation references to the polarisation detection modules by connecting module A and B.
In this experiment, we keep X photons from the entangled photon pairs in the lab. The partner
photons (XX) are sent over an installed loop-back fibre before measurement. The stabilisation
system is only installed on the XX photon transmission path, with references at the wavelength
at 1321 nm, same as the XX photon wavelength.
The initialisation of the polarisation stabilisation system requires the alignment that follows
the procedure described in the previous section. We need high precision at each step to avoid
accumulated deviation. Step (a) - (d) in Figure 4.6 are based on measurement by the polarime-
ter with a precision of 0.25°, which is also the precision for the two polarisation references.
Alignment of detection bases requires several steps. During the FWP rotation operation as is
introduced in step 4 in section 4.2, we keep on operating the EPC to align the input polarisation
states to the FWP rotation axis. This procedure also has a precision of 0.25°. In the following
step, as well as during stabilisation when pol is monitored, we introduce the threshold polth on
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Fig. 4.7 Entanglement measurement setup with a polarisation stabilisation module. Module A
and B are for polarisation reference generation and detection system corresponding to Figure
4.4 (a). Module C and D are for entangled photon pair generation and correlation measurement
corresponding to Figure 2.8. All the modules are located in the laboratory. We keep XX photons
in the laboratory and send the X photons to a loop-back fibre in the city of Cambridge and back.
Polarisation references are time-multiplexed to the installed fibre with X photons, controlled by
OSW 4 and 5.
the pol value. The decision to work with a certain threshold value in this work is empirical,
taking into consideration the precision of the stabilisation and its time of operation. During
step 6, we set the threshold to polth = 0.9999. It guarantees that the error of the polarisation
references is limited within 1.6°, based on equation 4.5. It, in total, generates 2.1°of uncertainty
along one measurement axis. Based on the analysis in subsection 2.3.2, this corresponds to a
maximum fidelity drop by 0.1%.
We start polarisation stabilisation by operating OSW 4 and 5 to connect generated polarisation
references to the detection arms, and OSW 1, 2 and 3 to connect the first polarisation reference
to the detection bases calibrated by EPC3. We then operate EPC2 to bring the polarisation states
of the first reference to match the detection state maximally. A threshold polth1 = 0.9997 is set,
which corresponds to an angular deviation of 2.8 °in the worst case. Under this condition, the
first reference states are considered to be aligned to the rotation axis of the FWP.
We then operate the FWP to recover the polarisation state of the second reference such that
the detected polarisation projection value pol2 is greater than a threshold polth2 = 0.9993. The
reason for polth2 < polth1 is to minimise the operation time. Operations on the FWP would
not, in principle, generate polarisation variation on the first reference. However, due to the
imperfection of the alignment and system components, as well as the optical fibre relaxation
over a large time-scale, we have noticed a long-term polarisation drift of the aligned references
during the experiment. Therefore, after stabilisation of the second reference, we switch back to
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check the first reference. This final step is to verify that the states of the first reference are not
influenced by FWP operation by comparing pol1 again with polth1 .
We then operate OSW 4 and 5 to send photons to SNSPDs over the deployed loop-back fibre.
The entanglement fidelity is evaluated by measurements of correlations in 3 polarisation bases,
as introduced in subsection 2.3.1.
When using time-division multiplexing schemes, it is essential to achieve high duty cycles and
low optical loss for qubit transmission. Thanks to the installed fibre being buried underground,
the birefringence changes slowly. During the correlation measurement, reference polarisation
states are checked every 60 s, alternated between the first and second references. Intermittent
polarisation checks are realised by OSW 4 and 5 to connect references to detection module and
perform a single measurement. Each check takes about 0.5 s, corresponding to a duty cycle of
99%. If measured pol1 and pol2 is greater than the corresponding polth = 99.5%, we switch
back to the quantum channel. Otherwise, we then operate EPC2 and the FWP to recover both
references to their original states respectively, taking on average 5 s. This would result in a duty
cycle of 92%. Apart from the threshold-based check, the recovery system was activated around
every 11 minutes to maximise the alignment for both references. Thus, an overall duty cycle of
98% is achieved. The combined loss in this work from OSW 4 and 5, EPC 2 and the FWP is
3.49 dB at the telecom O-band.
Each component is affiliated with control hardware that is operated via a software interface on
LabVIEW on a PC. EPC controllers are provided by OZ optics supplying four-channel operation.
It is connected to the PC via USB. The OSWs are operated by applying a 2 ms width pulse. Thus
we have introduced an Arduino micro-controller to apply the pulses. For operating the FWP,
we integrate a motor shield driver hardware onto the Arduino platform as a current source. The
Arduino script is interfaced with LabVIEW.
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4.4 Correlation measurement with polarisation stabilisation
Obtaining entanglement from qubits transmitted over an optical fibre deployed in the field is
an important step toward the network integration of the sub-Poissonian entangled photon-pair
sources. With such a target, we have carried out a correlation measurement for obtaining
entanglement over an installed loop-back fibre with the polarisation stabilisation system. The
installed fibre has a length of 18 km, starting from Toshiba Cambridge Research Laboratory
(CRL) to the Cambridge city centre and back.
In this experiment, we use the same QD as the one in Chapter 2 operated in PL. The setup
for exciting the InAs QD, collecting the emitted light, aligning the measurement bases and
performing correlation measurement is the same as that introduced in Chapter 2. We operate
the polarisation stabilisation system to reach the stabilised polarisation states first to ensure the
alignment of the correct base for correlation measurement. Figure 4.8 (a) (b) and (c) shows
the measured polarisation correlation in 3 bases: |HV ⟩, |DA⟩ and |RL⟩ over a 30 minutes time
slot. The entanglement fidelity is evaluated by the above measurements by equation 2.24, with
the result shown in Figure 4.8 (d). The maximum entanglement fidelity of 90.1± 2.3% is
achieved. For comparison, the entanglement fidelity measured without sending the photons over
the loop-back link is (94.7±1.7)%.
Fig. 4.8 Correlation measurement and entanglement fidelity evaluation over an installed loop-
back fibre with the stabilisation system. Correlation is evaluated in (a) |HV ⟩, (b) |DA⟩ and
(c) |RL⟩ bases and the coincidences are recorded for 30 minutes in each base. (d) shows the
entanglement fidelity evaluated from the correlation measurements.
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The major reason for such a reduced entanglement fidelity is the misalignment of correlation
measurement bases. In the correlation measurement on the |HV ⟩ basis in Figure 4.8 (a), one
could see an oscillating cross-polarised coefficient curve close to the zero-delay. It is an indication
of a slightly misaligned |HV ⟩ detection basis given that the aligned bases to the QD eigenbasis
should be not subject to the phase oscillation introduced by the FSS. Based on the previous
analysis that the fidelity drop introduced by the limited precision of the polarisation stabilisation
system is 0.1%, the majority of the drop is from the misalignment of the correlation measurement
bases. In Chapter 5, we introduce an improved method for aligning the correlation measurement
bases for this purpose.
To test the long-term operation capability of the polarisation stabilisation system, we have
continuously recorded the entanglement fidelity for seven days [118]. In addition to the polarisa-
tion states variation, changes in the environment such as temperature and stress as well cause a
change of the effective optical length of the installed fibre. Given that no active synchronisation
system is added as both XX and X photons are measured by different channels on the same
time-correlation unit, the zero-delay information needs to be obtained for the evaluation of the
entanglement fidelity. Figure 4.9 (a) shows one normalised dataset of measured coincidences of
co-polarised correlations between X and XX photons in |HV ⟩ for 30 minutes, with a time-bin
size of 8 ps. The zero-delay drift is negligible over this time-scale. We obtain the ideal function
for co-polarised coincidences in HV from equation 2.20:
Fig. 4.9 Photon correlations and entanglement fidelity from the QD emitter for a single experi-
mental data set. (a) The normalised co-polarised coincidences from the correlation measurement
under |HV ⟩ bases with an empirical fitting. (b) Entanglement fidelity as a function of the delay
between X and XX photon.
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Fig. 4.10 Entanglement fidelity and relative change of qubit transit time over the field fiber
for 7 days of continuous operation. The mean fidelity is (91.3±1.4)%. The gray shaded area
indicates one standard deviation. Error bars for the delay values are negligible.
Fig. 4.11 Operation voltage for EPC5 and FWP over the course of the measurement.
cHH(t) = bg,(t < t0); bg+Ae(−
t − t0
τ
),(t > t0) (4.6)
where bg is the background, A is the scaling factor, τ is the photon lifetime and t0 is the
zero-delay value. We convolute the above function with the overall timing jitter of the detection
system 70 ps:
creal(t) = conv(cHH ,70(ps)) (4.7)
We fit the coincidences with creal and obtain t0. The impact of these changing environmental
conditions can be seen in the drift of the time-of-flight of photons of 1.82 ns over the first four
days.
The overall results are shown in Figure 4.10. Displayed are the entanglement fidelity and the
change in time-of-flight as a function of measurement time. A consistently high entanglement
fidelity is achieved over the entire week, with an average value of (91.3±1.4)%. During the
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week, the weather has changed drastically with rain and snow, with the temperature variation
from -4 to 7 °C.
Figure 4.11 shows the voltages applied to the four channels of the EPC and the FWP as a
result of the feedback generated to keep the birefringence stable. Superimposed to the steady
drift over the first four days, one can see clear oscillations in EPC and FWP operation voltages
corresponding to the day-night cycle of temperatures.
It is important to point out that most of the long-distance fibre networks are equipped with
optical amplifiers, which generates significant quantum noise and decoherence [119]. Hence, the
entanglement will fail in a fibre network where optical amplifiers are applied.
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4.5 Wavelength-division multiplexing scheme
In addition to the TDM scheme introduced in the previous section, we have, in the beginning,
adopted a wavelength-division multiplexing (WDM) method to the polarisation stabilisation
system, which however failed to stabilise the polarisation. This section introduces the attempts
of building such a polarisation stabilisation system and analyses the reason for its failure by
introducing polarisation mode dispersion.
Figure 4.12 shows the wavelength-division multiplexing schemes during our initial trial. (a)
and (b) show two different approaches to generating polarisation references. In (a), the references
are generated using a broadband LED emitting at telecom O-band. It passes a dense wavelength-
division multiplexer (DWDM1) with output wavelengths at 1317 nm, 1319 nm, 1321 nm and
1323 nm. And we select the light from 1319 nm and 1323 nm output ports as two polarisation
references, which are then combined by DWDM2. The QD is tuned to emit XX photons at
1321 nm, at the centre of the two reference wavelengths.
Fig. 4.12 (a) A polarisation reference generation module based on a broadband LED for the
wavelength-division multiplexing (WDM) scheme. The light passes the LP, split by the first dense
wavelength-division multiplexer (DWDM1) to two references. Each reference is modulated
by an EPC. They are combined by DWDM2. (b) An alternative method for generating the
polarisation references using a laser. An EPC is in use here with two operational voltage sets
that align the polarisation references to required states. (c) The separation between polarisation
references and qubits by optical circulators. The two optical circulators have the circulating
direction from port 1 to 2, and from port 2 to 3. Polarisation references generated from (a) or
(b) and transmitted photons emitted from the QD is separated by these two circulators. The
detection module is the same as that in the time-division multiplexed system.
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represents the fibre birefringence direction on the Poincaré sphere. Hence, the input
polarisation state with different input frequencies would evolve along a different direction.
The scheme shown in Figure 4.12 (b) uses a single laser emitting at 1323 nm as polarisation
references, 2 nm longer than the transmitted photons. Two sets of EPC operational voltages are
stored, each respectively aligns the laser light to polarisation states with orthogonal directions on
the Poincaré sphere. Hence, the setups in (a) and (b) are different in that (a) shows references at
two different wavelengths, with a broader linewidth around 1nm.
The polarisation references are then connected to the installed fibre. It passes a similar
polarisation controlling module consisting of an EPC and a FWP to the detection module, as
is shown in Figure 4.12 (c). Optical circulators (Circulator 1 & 2) are installed at both ends of
the installed fibre to separate the quantum signal with classical polarisation references. Both
of the circulators have the light propagation direction from port 1 to port 2, and from port 2 to
port 3. Hence, the module for entangled photon pair generation and the module for polarisation
reference generation have to be connected to the opposite ends of the installed fibre, resulting in
the polarisation references travelling at an opposite direction of the photons.
Alignment of the system follows the same principle as is introduced in the section 4.2.2, with
the polarisation state and detection bases of the first references aligned along the rotational axis
of the FWP and those for the second references aligned to an orthogonal direction on the Poincaré
sphere. For the reference generation setup in Figure 4.12 (b), the EPC operation voltages for
four channels of each base is stored, and activated during the stabilisation.
Several tests on the performance of the stabilisation system are carried out, both with
and without the correlation measurement conducted in parallel. When applying polarisation
references generated using the setup illustrated in Figure 4.12 (a), we have discovered a degree of
polarisation (DOP) drop on both references when using the broadband LED as the source. And
the threshold for polarisation project value polth had to be set to as low as 0.98, corresponding
to a polarisation uncertainty over 22°. Cross-talk between the channels is one of the reasons
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Fig. 4.14 A measurement of the output polarisation state shown on the Poincaré sphere after
the input light propagates over the 18 km loop-back fiber, with the wavelength changing from
1315 nm to 1325 nm.
for the drop of DOP. The DWDMs installed in the system have channel isolation of 25-40 dB.
Therefore, when detecting one reference, one simultaneously detects the other reference which
has a different wavelength with a different polarisation state. We further observed that the
original two reference states with orthogonal directions on the Poincaré sphere have become
non-orthogonal over a large time-scale, finally resulting in a failure of the stabilisation.
The major reason for the failure of such a scheme is the uncertainty introduced by polarisation
mode dispersion (PMD). It is introduced by the residual birefringence of a SMF, breaking the
degeneracy of the fundamental spatial mode into two orthogonal polarisation modes, introducing




where ∆τg is the differential group delay (DGD): ∆τg =
∂β
∂ω
L following equation 4.2, and −→s
is a unit vector pointing in the direction of the fast axis of the birefringence optical fibre. It is
referred to as the first-order PMD. In the transmission where the long installed optical fibre is
used, the second-order PMD needs to be considered due to the frequency-dependency of PMD












The second term ∆τg ∂
−→s
∂ω
indicates the variation of optical fast and slow axes based on
frequency, which leads to the frequency-dependent randomised polaristaion change in our case.
Considering the Poincaré sphere representation of it in Figure 4.13 where the variation of fibre
birefringence direction is indicated, we notice output polarisation states vary when the input
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Fig. 4.15 The test result on the WDM-based polarisation stabilisation system. (a) The pol value
on the two polarisation references, recorded when the stabilisation system is activated. For most
of the time, the pol values stay above 0.99. (b) The variation of three states |R1⟩, |R2⟩ and |R3⟩
with orthogonal directions on the Poincaré sphere at the quantum channel. They are measured by
a polarimeter at the output of the quantum channel on the other end of the installed fibre. We
have used a colour map to represent the measured polarisation states over the period to view the
time-dependent polarisation variation.
states have different wavelengths. We have performed a test by injecting a tuneable laser to the
installed fibre with a linear polarisation state, and measure the output polarisation states while
changing its input wavelength. Figure 4.14 shows the output states shown on the Poincaré sphere
measured by a polarimeter. Given that the references generated by filtered broadband LED light
both to have the bandwidth of around 1nm, a potential output polarisation states spans across a
range of around 20°. As a result, the DOP of the light will be reduced. The feedback signal pol,
therefore, becomes inaccurate as there will not be a perfect polarisation match between the PBS
output port and the polarisation states at the measurement port.
The reference generation scheme shown in Figure 4.12 (b) is built to solve this problem,
with the input references at the same wavelength. Successfully, we have managed to maintain
a high pol value for over one day. A stability test on such a system is then performed. We
alternate an LED light filtered to the same wavelength as the XX photons using a DWDM with
polarisation states having orthogonal directions on the Poincaré sphere to be injected from the
quantum channel on one end, and measure their states using a polarimeter on the other end. The
polarisation stabilisation system is continuously operated, and the test lasts for 14 hours, with
pol recorded when the stabilisation system is operated. The result is plotted in Figure 4.15. (a)
shows the recorded pol values for both references. When performing this measurement, we
have used a lower threshold value of polth′1 = 0.995 and polth′2 = 0.99. For most of the time, the
threshold condition is fulfilled. However, polarisation drifts with maximum degrees of around
45 °are noticed in the quantum channel on the three states.
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Such a phenomenon could be explained by time-dependent PMD [120]. Over a long period,
the fibre birefringence of an optical fibre in a field environment experiences certain wavelength-
dependent variance. Both the variance and its dependence on the wavelength are randomised
over a large time scale. Given that both the EPC and the FWP generate fixed linear operations on
polarisation states with less obvious frequency-dependent variation, the applied compensation
signal does not stabilise the polarisation over a long period.
Therefore, we decided to adopt the time-division multiplexing scheme to the transmission
system to apply the polarisation references at the same wavelength as photons.

Chapter 5
Remote Correlation Measurement Bases
Alignment
5.1 Remote alignment based on measuring emission spectra
The polarisation stabilisation system introduced in Chapter 3 successfully maintained the en-
tanglement fidelity when qubits are sent over an installed loop-back fibre. In that experiment,
the detection system and QDs were located at the same location in a laboratory. It facilitates the
alignment of correlation measurement bases and polarisation references and provides environ-
mental support for a bulky setup with high stability. However, the laboratory equipment is not at
all prevalently available, and a more compact setup supporting a non-laboratory environment is
required. Qubits in a realistic quantum network would be sent to different locations. Therefore, a
deployable source and alignment system for correlation measurement bases need to be installed
to enable the transmission in such a case. In terms of the source, the OCP device introduced
in the previous chapter works in a full electrical environment that supports both driving and
tuning of the QD. In this chapter, we take a further step on establishing an alignment system for
calibrating the polarisation correlation measurement bases.
We review the correlation measurement setup in Figure 2.8, where the alignment is performed
with a reference installed on top of the cryostat near the fibre coupler. This installation gives it a
great advantage of being free-space, facilitating the matching of the polarisation reference state to
an eigenstate of the emitted photons. However, the references need to be installed directly above
the QD, with a flip mirror controlling its injection to the optical path. Such a setup is difficult to
be implemented with a real-world scenario with potential future photonic integration and fibre
pig-tailing of the QD device. Therefore, larger spatial separation of the polarisation references
system with the source is necessary for practical application. In a fibre-based optical setup, it
means that an optical fibre would be installed between the optical collection module for the QD
and the point for reference injection and calibration with an unknown unitary transformation in
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Fig. 5.1 The typical FSS measurement setup in a network environment. The spectrometer might
be geographically separated from the QD in certain scenarios. In this case, the QD is located at
an office of the Cavendish Laboratory in West Cambridge, whereas the spectrometer is located at
the Toshiba Cambridge Research Laboratory (CRL).
between. Hence, the QD references cannot be aligned to the emission eigenbasis without the
knowledge of such a unitary transformation.
The new method developed in this work is to obtain the transformed eigenstates at the position
where the reference is installed, such that the unitary transformation could be reconstructed.
When reviewing equation 2.9, one could notice that by fitting a curve to the measured photon
energy by the spectrometer in the setup for measuring FSS using the QWP rotation method,
the transformed eigenstates before the QWP could be obtained from θ and φ values. Hence,
we installed such a setup at the two remote locations, as is shown in Figure 5.1. In this figure,
the QD is installed in a closed-cycle cryostat in an office at the Cavendish Laboratory of the
University of Cambridge (CAM). An optical fibre is installed to connect it to the QWP and LP
polarisation analyser setup. It then passes a deployed fibre to reach the spectrometer, located at
CRL with the length of 15 km to connect the two locations. The spectrometer is not deployable
due to the requirement of liquid nitrogen for its operation.
The XX and X photon energy is required to obtain the transformed eigenstates at the QWP.
And it could be achieved by fitting narrow Gaussian curves to the emitted photon spectra. When
the source is deployed, emission from the QD would be transmitted over a long optical fibre
before measured. It firstly introduces high optical loss that significantly reduces the signal
measured by the spectrometer. Figure 5.2 (a) shows a measurement result with an integration
time of 20 seconds. The rate of XX and X photons are much lower compared with in-laboratory
measurement, only at about 40 counts per second at the spectrometer. It means a less signal-to-
background ratio for the measured spectrum.
On the other hand, the introduced Raman scattering broadens the linewidth of each photon
lines, and channel crosstalk further increases the background. The above factors result in a less
precise Gaussian fitting for obtaining the photon energy. Figure 5.2 (b) shows a measurement
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Fig. 5.2 QD emission spectra measured remotely. (a) The spectrum is measured with the QD
installed 15 km apart from the spectrometer, connected via an optical fibre. The measurement is
performed with a QWP rotation step size of 2°and an integration time of 20 seconds for each
spectrum. (b) The change of XX (black), X (red) and the offset (blue) energy with the QWP
rotation angle is obtained.
result on the XX/X photon energy and their offsets with the QWP rotation, shown respectively
with black, red and blue lines. In this measurement, the deviation is so high that a numerical
fitting by equation 2.9 cannot be obtained.
Therefore, it is impossible to obtain an accurate reference state from this method unless there
is a deployable spectrometer, which is not available due to the health and safety issues. We have
thus introduced a new method for alignment in the time domain.
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5.2 Remote alignment based on correlation measurement
5.2.1 Measurement system
The inspiration for the new alignment method comes from the correlation measurement itself.
When we analyse the co- or cross-polarised correlation of a superposition state, an oscillation
is observed on an overall decay envelope, following equation 2.20. Not only the QD FSS, but
also the photon eigenstate (represented with θ and φ values) influences the oscillation curve.
Therefore, analysis of the correlation could allow one to get an accurate measurement state.
Different from the correlation measurement setup shown in Figure 2.8, the reference for
calibrating the QD measurement bases is injected before the spectral filter, shown in Figure 5.3.
The mirror is used to switch either the polarisation references or the entangled photons to the
spectral filter and following detection setups. The reference is generated by an LED at telecom
wavelengths, passing a polarisation modulation setup consisting of a LP, a HWP and a QWP.
Fig. 5.3 Remote alignment setup of the correlation measurement bases. An LED generates
polarisation references for calibrating the detection bases with a polarisation modulator consisting
of a LP, a HWP and a QWP. It is switched into the main transmission fibre by a flip mirror before
the spectral filter. The following setup is the spectral filter and the detection module, the same as
a traditional correlation measurement setup (Figure 2.8)
5.2.2 Alignment method
The method works as follows. We first take X-XX correlation measurements (co- and cross-
polarised) in three well-known arbitrary but linearly independent detection bases in the references
frame of the polarisation references. The time-dependent evolution of the correlation signal
is then analysed to extract the exact orientation of each of the three reference states in the
reference frame of the eigenbasis of QD emission. Using the standard procedure for Müller
matrix evaluation, we calculate the transformation matrix between the polarisation reference
and the QD eigenbasis which enables the generation of perfectly matching reference states for
detector calibration in the second step.
The three polarisation reference states are generated by operating the HWP and QWP after
the LED. To avoid confusion, we here use labels |HR⟩, |DR⟩ and |RR⟩ to represent the polarisation
states in the reference frame of the polarisation reference. Following the same basis alignment
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procedure in Chapter 2, we align the two detection modules respectively to the generated
references by operating the EPC and minimising the count rate on the corresponding SNSPDs
for both co- and cross-polarised cases.
We then flip the mirror to connect the entangled photons to the detection system and perform
a correlation measurement. By fitting the measured correlation coefficients with equation
2.21, we can extract precise values for for angles θ and φ . The relation between these angles
and the corresponding Stokes parameters s1,s2,s3 is given by equation 2.41. The polarisation
transformation of an optical fibre or other linear optical elements is described by the Müller
matrix M.
Sm = M Sr (5.1)
Where Sr is the Stokes vector for the orientation of the polarisation detection system, being
calibrated by a corresponding reference state. Sm is the Stokes vector extracted from fitting
equation 2.20 to photon pair correlations, which describes the orientation of the QD eigenbasis
with respect to the calibration reference state.
As mentioned previously, we have calibrated three detection bases to |HR⟩, |DR⟩ and |RR⟩.
Therefore, we will have three sets of Stokes vector for Sm and Sr. It is then convenient to write












The DOP here is considered to be 1. sn1−3 are the corresponding Stokes parameters.
It is straight forward to reconstruct M from a set of calibration states (e.g. Sr in {H, D, R})
and their corresponding measured vectors Sm [42]:
M = SmS†r (5.3)





Mathematically, the number of input states is not fixed as the above function could always
get a valid result by pseudo-inverse matrix calculation. The main reason for having these three
polarisation states at orthogonal directions on a Poincaré sphere is to better define M in its
three Euler angles, given that the states Sm are obtained via a numerical fitting on the measured
polarisation correlation coefficients. Knowledge of M then enables the deterministic setting of
reference calibration states Sr′ that perfectly match the principal polarisation states Seigen in the
reference frame of the QD emitter.
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Fig. 5.4 Illustration of the Müller matrix transformation method shown on the Poincaré sphere.
Poincaré spheres in (a) and (b) represents the sphere in the frame of the detection basis. (a) shows
that the bases are initially aligned to three reference states |HR⟩, |DR⟩ and |RR⟩, based on which
the correlation measurement is conducted. Fitting of the correlation measurement results in the
states shown in (b). |HM⟩, |DM⟩ and |RM⟩ are the polarisation bases with the same alignment as
(a), but when the input source is at the QD propagating via a short optical fibre. We combine the
state information of (a) and (b) to acquire the transformation matrix M. The sphere in (c) is in
the reference frame of the QD. An inverse calculation then calculates the required reference state
on QD eigenbases, shown in (c).
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Sr′ = M
† Seigen (5.5)
One could use more reference input states for further improvement of accuracy.
The above transformation could be understood in the illustration shown in Figure 5.4. The
Poincaré spheres in (a) and (b) are in the reference frame of detection bases, while the sphere in
(c) is in the reference frame of QD polarisation eigenbases. The detection bases were initially
aligned to references with states |HR⟩, |DR⟩ and |RR⟩ at the position where the references are
injected, shown in (a). After a set of correlation measurements is performed on the entangled
photon pairs emitted from the QD, we obtain the aligned bases indicated as |HM⟩, |DM⟩ and
|RM⟩ shown in (b). Therefore, the transformation introduced by the optical fibre, represented
by matrix M, could be calculated by the states from (a) and (b) using equation 5.3. Therefore,
reference states Sr′ enabling the detection bases matching |H⟩, |D⟩ and |R⟩ of the QD bases could
be calculated by equation 5.5, shown in (c).
Once S′r is calculated, one needs to rotate HWP and QWP in Figure 5.2 to certain angles to
align the polarisation references to the required states. These angles are is calculated by equation
2.35. The photon detection system is then aligned to the calculated angles. This set of angle
would then correspond to the states |HV ⟩, |DA⟩ and |RL⟩ in the reference frame of the QD.
5.2.3 Alignment precision
Acquisition of precise reference calibration states Sr′ needs a very accurate expression of the
transformation Müller Matrix M. This requires high precision of reference states Sr and the fit
states Sm.
The deviation on the actual Sr states from the ideal case comes from two effects. Successful
implementation also relies on accurate Sm, which is obtained by fitting the correlation measure-
ment curve using equation 2.21 in subsection 2.3.1. Therefore, we need to have high enough
statistics on the measured correlation curves. In a laboratory environment where the XX and X
photon rate could be over 200 kHz, it is easy to obtain a proper measurement result in 5 minutes
integration time. However, in a field environment with high optical loss in the optical fibre,
the rate goes down to below 20 kHz. Hence, we integrate the correlation measurement for 30
minutes on each basis.
Another factor is the error generated by the imperfect rotation of waveplates. One would
expect a precise transformation of waveplates that supports accurate fitting. However, such a
condition could not always be achieved. The waveplates are wavelength-dependent; hence the
degree of polarisation is reduced when a light source such as a broadband LED is used as the
reference.
The mechanical alignment of the waveplates is another issue. The plates need to be placed
perpendicularly to the light propagation direction for their normal operations. In practice, even
taking great care during the installation and alignment, there still exists certain uncertainty.
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Hence, the angular deviation would influence the projected light onto the fast and slow axis,
simultaneously changing the output polarisation state.
As to be noticed for equation 2.20 that the term that contains θ is in its second order.
Therefore, more than one θ value can be found for one curve. For each given θ0 that meets
the function, π −θ also meets the same requirement. Therefore, more than one possible state
could be obtained by the fitting. Normally, only one set of measured states would satisfy the
condition of having orthogonal directions. Thus, an additional filtering procedure is implemented
to identify the correct set of Sm.
5.2.4 Alignment in practice
The alignment method is tested with a deployed QD. The details of the deployment are shown
in Chapter 7. Figure 5.5 (a) - (c) shows the measured co- and cross-polarised correlation
coincidences of entangled photon pairs emitted from the QD when the bases are aligned to |HR⟩,
|DR⟩ and |LR⟩ in the reference frame of the polarisation references. A fitting function here is
used based on the correlation coefficient (equation 2.21), defined as:




where A is an amplitude modulating factor. We introduce this factor mainly due to the
difficulty of normalisation of the measured correlation coefficients that match the function
describes by equation 2.21. Therefore, during the fitting, we normalise the measured correlation
coefficients by its maximum. One could notice that these curves always have the maximum value
one, with A fit to different values. The red curves represent the fitting result of the measurement.
The three states obtained from these fittings are shown on the Poincaré sphere in Figure 5.5
(d), as the points h with the state |HM⟩, d with the state |DM⟩ and l with the state |LM⟩. We have
found that the states |HM⟩ and |LM⟩ have orthogonal directions on the Poincaré sphere, whereas
|DM⟩ is off by around 14 °with respect to the states on the orthogonal direction with |HM⟩ and
|LM⟩ caused by misalignment introduced in the previous subsection.
Three sets of required rotation angles of the HWP and the QWP are then calculated using
equation 2.35, to align the measurement bases to |H⟩ and |D⟩ and |L⟩ in the QD reference
frame. After aligning the detection bases to these three states, We perform another correlation
measurement. The three states are roughly aligned to the QD eigenbasis |H⟩ and superposition
bases |D⟩ and |L⟩, however with small angular deviation within 10°on each basis. The fidelity
calculated from the above result is around 90%. Although being well-above the classical limit,
the entanglement fidelity still has a non-negligible drop.
To further improve the alignment, we took this alignment result as another set of S′M, and the
input polarisation states as S′R. They combine with the previous SM and SR to form the matrices
containing six polarisation states. This further improves the alignment precision and thus, a high
entanglement fidelity is achievable as is introduced in Chapter 7. However, each one alignment
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Fig. 5.5 Correlation measurement result with fitting curve for bases alignment. (a), (b) and (c)
show the correlation measurement result in blue lines when the bases are aligned to |HR⟩, |DR⟩
and |LR⟩. The red curves are the fitted result that simultaneously emitting the value of θ and φ
shown in the legends. Their position has been plotted on the Poincaré sphere shown in (d) as the
points h, d and l. Simultaneously the reference states |HR⟩, |DR⟩ and |LR⟩ are shown in parallel
as the points H, D and L.
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processes generally takes hours of operation and measurement time, especially when the photons
are sent over a long optical fibre. Luckily, the alignment has only to be done once given the short




6.1 Classical channel for entanglement measurement
In the previous chapters, we have introduced core systems for performing the network integration
of QDs, including the device and the optical collection module, the correlation measurement
setup, the alignment module and the polarisation stabilisation system. These systems will be
installed at two different locations where the photons are to be distributed, as is shown in Figure
6.1. The successful remote operation would require classical control signals established between
the two locations for information sharing.
Fig. 6.1 Deployment of entangled photon pairs and flow of system control signal. In this scenario,
the QD is deployed at Alice, and the entanglement is distributed between Alice and Bob. As
a quantum node operator, Alice needs to control various critical equipment and components
including the cryostat, QD current and voltage controllers, EPCs and polarisation stabilisation
systems. Blue curves indicate its control signal flow in this case. For components located at
Alice’s end, it is easily managed. However, access to components at Bob’s end would require
classical communication between the two locations in addition to the quantum channel.
However, it means that for each link in a quantum network, there must be either at least
two optical fibres connecting Alice and Bob, one dedicated for classical communication and
the other one for qubit transmission [37, 36, 121], or a multi-core fibre [122–125]. It would
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require additional fibre installation or replacement, increasing the overall cost for constructing a
quantum network.
One elegant way to address this issue is to multiplex the quantum and classical signal over
the same optical fibre using coarse wavelength division multiplexing with quantum light at
1310 nm and classical traffic at 1550 nm. Previous field trials have illustrated the feasibility
of multiplexing QKD qubits based on attenuated laser pulses with classical data traffic over
installed network links [126–128]. In this work, we are adopting this approach for demonstrating
for the first time the co-existence of entangled qubits from a sub-Poissonian photon source and
classical data traffic over a real-world network.
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6.2 Raman scattering and multiplexing scheme
In the multiplexing mentioned above performed on QKD systems, two schemes are considered
in this work. In [126, 127, 129–131] the quantum signals are at the telecom O-band and classical
signals are at the C-band, and in [132, 133] the scheme of locating both quantum and classical
signal at the C-band is analysed. The performance of such multiplexing is influenced mainly by
two factors: optical transmission loss and Raman scattering.
Figure 6.2 illustrates the optical loss depending on the wavelength of the light. We notice
that the telecom C-band has relatively low loss (around 0.2 dB/km) compared to the telecom
O-band (around 0.35 dB/km). Unlike classical signals where the optical transmission loss could
be compensated by increasing the launch power, the single-photon emission rate of a QD device
cannot be easily increased. Thus, the advantage of locating the quantum channel at the C-band is
a higher photon rate at the receiving end.
Raman scattering or the Raman effect [134] is the inelastic scattering of photons by matter,
meaning that there is an exchange of momentum. It is introduced by the interaction of photons
with the phonons. An effect of it is that a portion of the input light will be scattered to other
wavelengths. Raman scattering is normal in signal transmission over the optical fibre, and its
effect increases with the fibre length. Thus, for urban-scale transmission over tens of kilometres,
it could generate significant influence on signals at other wavelengths. Stokes scattering and anti-
stokes scattering are used to describe photons scattered to lower energy (frequency) and higher
energy (frequency). Figure 6.3 illustrates the physical of the Stokes and anti-stokes scattering.
The intensity ratio between the two scatterings Istokes/Ianti−stokes is temperature-dependent and
follow a Boltzman distribution, represented by the following equation:
Fig. 6.2 Optical attenuation changed with wavelength [135]. Two transmission windows, the
so-called telecom O-band and C-band, centred at 1310 nm and 1550 nm both have low loss
compared with the surrounding environment. Therefore they are chosen as telecommunication
windows for optical fibre communication.









in which, ν0 and νm are the frequency of the input and the scattered light, KB is the Boltzman
constant and T is the temperature. One could notice that stokes scattering becomes weaker as the
transition energy (vm) increases. Thus, the advantage of locating the quantum channel at O-band
is its reduced influence of Raman scattering from classical light at the C-band, compared with
both quantum and classical channels being located the same band.
Thus, there is a performance trade-off in the allocation of wavelength windows of classical
and quantum channels. Usually, the quantum channel at the telecom O-band is preferred for
transmission at a relatively short distance (< 20 km). The difference of optical loss is not high at
this distance for the quantum channel, and the background noise introduced by a scattered photon
from the classical channel could be effectively reduced. For longer distance, one normally puts
the quantum signal at C-band increase the signal-to-background ratio.
Fig. 6.3 Illustration of Raman scattering by virtual energy states. (a) Stokes scattering and (b)
Anti-stokes scattering involves a photon excited to a virtual state (dashed line) and decay to a
different energy level. The actual energy transition is caused by the photon energy exchange
with phonons.
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6.3.1 Classical communication using transceivers and optical circulators
Standard 1 Gbit/s optical transceiver modules at the telecom C-band are installed to establish
the classical communication links in this work. Figure 6.4 (a) shows a schematic for the
communication system. The two transceiver modules are at different locations connected via an
installed optical fibre, with two optical circulators installed at each end. The light generated from
the transmitter port of both modules passes the circulators to the receiver port at the opposite
module, enabling bi-directional communication. Each transceiver is connected to a computer
(PC) via an Ethernet cable, establishing a local-area-network (LAN).
Figure 6.4 (b) lists a part of the specification sheet of the transceiver module. It is designed
to a long-distance optical communication link, with maximally 120 km of fibre length. Thus, the
small received power of around -32 dBm is supported. We here minimise the classical signal
launch power to maintain a good single-photon purity. The installed fibre in this work has a
length of around 15 km and attenuation of 8.5 dB at the telecom C-band, And we introduce an
optical attenuator for an additional 20 dB attenuation at the transmitter port of the transceiver
module (not shown in the figure). Hence, the launch power is reduced from 1 mW to 10 µW.
This adds up to 28.5 dB in the overall transmission.
Fig. 6.4 (a) System schematic for using optical circulators and 1 Gbit/s transceivers to achieve
bidirectional classical communication between two locations linked with only one SMF. (b)
Specification of the 1 Gbit/s transceiver used in this work.
6.3.2 Wavelength-division multiplexing on quantum and classical channel
Wavelength division multiplexing has become a well-established technology in classical com-
munication. It is employed in nearly every optical communication network. For separating
the quantum channel from the classical light, we introduce WDMs, which are typically used
for multiplexing of classical signals in urban optical communication. They could be classified
into the coarse wavelength-division multiplexer (CWDM), which splits light with large energy
gap, for example into telecom O- and C-band; and DWDM, which splits one band into several
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independent channels with small wavelength separation. In this work, we make use of available
commercial CWDMs for multiplexing of quantum and classical channels at O- and C-band.
Figure 6.5 (a) illustrates a schematic of the communication system with CWDMs to multiplex
the classical signal with the quantum channel. The common port of the CWDMs is connected
to the installed fibre. The telecom O-band and C-band ports are connected to the modules for
distribution of entangled qubits and classical communication.
However, multiplexing of quantum and classical signals is not as straightforward. The
energy of a photon at the centre of the telecom O-band (1310 nm) is 1.52×10−19 Joules. For
a single photon source that has a photon emission rate of 1× 106 cps, the received power is
maximally 0.15 pW (-98 dBm). The classical communication, as is introduced in the previous
subsection, has a launch power of from -20 dBm. Thus, common channel isolation in commercial
CWDMs around 30 dB would result in the classical light leaking into the quantum channel
with a power that is more than two orders of magnitude higher than the detected photons. The
designed multiplexing system would therefore need to minimise the background introduced by
the classical light to a level that has a much smaller power than single photons.
Fig. 6.5 (a) Design for effective multiplexing of classical communication module with the
quantum channel over a single SMF. We are introducing two types of CWDMs. Type-I CWDM
has a high extinction ratio and insertion loss, which is used mainly for filtering. Type-II CWDM
has low insertion loss and thus used as a multiplexer. (b) Specification of the two types of
CWDMs used in this work.
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For subtraction of the background in the quantum channel from the classical communication
light, we need to consider three factors. The first factor is the generated classical light at the
telecom O-band from the transceiver. In the commercial transceiver module, it is common to see
some background generated at the band out of the transmitter wavelength range.
Suppression of the O-band classical light is realised by introducing a cascade of CWDMs
at the transceiver. Figure 6.5 (b) shows the specification of CWDMs of type-I and type-II. The
type-I CWDM has a high noise suppression ratio on output ports, but with a high measured
insertion loss. Therefore, it is ideal for filtering the unwanted classical light at telecom O-band.
As is shown in Figure 6.5 (a), three type-I CWDMs are connected to the transmitter port of the
transceiver module directly. For each of the CWDM, the C-band output port is connected, and
the O-band output port is terminated. This is to reduce the classical light generated at the telecom
O-band getting injected into the installed fibre. During the experiment, we have discovered
that one single type-II CWDM does not support enough background suppression. A cascade
consisting of three CWDMs are therefore connected.
The second factor is the channel cross-talk. The type-II CWDMs are used here for multiplex-
ing and demultiplexing the classical and quantum light. Given that the received power at telecom
C-band is -28.5 dBm, leakage from the classical light with one CWDM is still significantly higher
than the power of photons. Similar to filtering the light at the classical transmitter, two type-II
CWDMs are installed in the quantum channel after the CWDM for multiplexing, to suppress
the classical light at the telecom C-band in the quantum channel. We, however, have noticed
that the background from such a scheme is still higher than the quantum signal, potentially due
to the high bandwidth of the CWDM. In this filtering scheme, the SNSPDs detects the signal
across the entire telecom O-band. Therefore, a free-space spectral filter is installed just before
the SNSPD to suppress the remaining background at the telecom O-band further.
The third factor is the Raman scattering. As is introduced above, a small portion of the
classical light at the telecom C-band will be scattered to shorter or longer wavelengths, resulting
in additional background generated at the SNSPDs. Thanks to relatively weak anti-stokes
scattering, the generated background is much lower than when the quantum and classical signal
are located at the telecom C- and O-band. With the additional free-space spectral filter, the
background from Raman scattering could be limited.
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6.4 Performance analysis of the multiplexing system
Having a system with low optical loss is important for qubits transmission. For the quantum
channel, 0.3 dB has been introduced by 3 CDWMs and 1.3 dB by the free-space spectral filter.
The loss adds up to 1.6 dB. It results in a photon number loss of less than 35 %.
Fig. 6.6 Second-order autocorrelation measurement result for XX photons (a) in the laboratory
and (b) after transmission over 15 km of installed fibre, multiplexed with classical data traffic.
Data acquisition times were 5 min and 30 min, respectively. The red curves show a theoretical fit-
ting function which is used to extract the displayed g(2)(0) values and corresponding background
contribution. Displayed error bars are propagated from Poissonian counting statistics.
The most significant influence of the classical light on qubits is the additional background
worsening the single-photon purity. A second-order correlation measurement on XX photons has
been performed to see its effect. Here, we show a comparison of the g(2) result between when
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measured in the laboratory environment (Figure 6.6 (a)) and when measured after deployment
with multiplexed classical traffic (Figure 6.6 (b)) with the fitting function equation 2.15. After
transmission, the light is still strongly anti-bunched with a g(2)(0) value of 0.26 being significantly
below the classical limit of 0.5.
The drop is analysed to be mainly caused by the reduced signal-to-background ratio. Re-
visiting equation 2.16, we extract a background to a single photon ratio of 15.4% from the
measurement over the installed fibre. To notice, the photon rates on two SNSPDs are both under
20 kHz after sent over the installed fibre, compared with around 200 kHz measured in the lab.
Therefore, it can be understood as the sum of the background from the source (4.2%) and an
additional background (7.1%) due to a reduced signal caused by photon losses. The remaining
contribution of 4.1% is most likely caused by stray light coupling into the photon collection at




7.1 Detection system and polarisation analysing unit for de-
ployment
Simple electrical operation and compatibility with wavelength division multiplexing standards
have provided us with a great foundation for demonstrating the deployment and telecommunica-
tion network integration of the device. As already mentioned in previous chapters, we install the
source at an office at CAM, whereas keeping the detection modules at CRL in the Science Park.
There are two optical fibres of 15 km length each connecting CAM to CRL.
In realistic cases, quantum relays and repeaters in a quantum network naturally require
measurement of qubits at the location where the information is supposed to be sent to. In this
scenario, the generated entangled photon pair at a particular time would arrive at detectors with a
time difference τ , which is not a constant due to the fibre length drift caused by changes in the
environment such as temperature and stress. Therefore, synchronisation of XX and X photons is
of great importance. People have introduced methods of synchronising the clocks for detection
systems in QKD [136, 137] for deterministic qubits generation and detection.
In this work, we are making use of a four-channel SNSPDs in a closed-cycle cryostat with
a Helium compressor. Given that the SNSPDs are at the same location, the synchronisation is
enabled by connecting the detector output channel for X photons to the synchronisation channel
of the TCSPC system, requiring no additional synchronisation link established.
The way to examine the performance of the deployed QD in this work is to check the
entanglement fidelity of the emitted XX and X photon-pairs. The correlation measurement setup,
as is introduced in Chapter 2, contains the SNSPDs connected with components for detection
bases alignment including an EPC and a PBS, as is shown in Figure 7.1 (a). The same setup is
connected to the XX photons emitted from the deployed QD in this work, as is shown in Figure
7.1 (b). Here, one of the optical fibre is used for transmitting the XX photons. On the other fibre
link along which the X photons are transmitted, we place a polarisation analyser consisting of
a HWP, a QWP and a LP. This analyser is installed in CAM, at the same location as the QD
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Fig. 7.1 A schematic of (a) a standard detection module for correlation measurement and (b) its
implementation in this work. One could divide the detection module into two parts. The PBS is
where the entangled state is collapsed after the EPC modulates the state. SNSPDs connected to
the output ports of PBS record the count rate of photons. They are where the photon is detected.
In this work, we keep such a photon detection module for XX at Bob. The module for X photons
is separated with state collapsing components at Alice’s and SNSPDs at Bob’s location. We are
using a polarisation analyser consisting of an HWP, a QWP and an LP to align the detection
bases at Alice’s location to arbitrary states.
emitter. It collapses polarisation-encoded entangled state at CAM, and send the X photons to the
SNSPD at CRL. The X photons are used as a synchronisation signal to calculate the correlation
coefficients.
The polarisation analysing module must enable photons to be collapsed to an arbitrary state.
The analysis in 2.3.2 suggested that by changing θ1 and θ2, the combination of a HWP and
a QWP, one could generate an arbitrary state on the Poincaré state. Before passing the linear
polariser, similar to the bases alignment module consisting of an EPC and a PBS.
In practice, aligning this polarisation analysis unit to the desired states (referred to |S⟩ here)
is similar to the detection EPC alignment procedure introduced in Chapter 2. The generated
references from the alignment setup in Chapter 5 passes such a polarisation analyser before sent
over to the SNSPDs at CRL. Instead of operating four channels of EPC to minimise the signal,
we alternate rotations between the HWP and QWP to minimise the count rate. The rotation
angles for HWP and QWP at the minimum count rate is the corresponding operation for the state
to be collapsed onto state |S⟩′, which is orthogonal to |S⟩ (with opposite directions on Poincaré
sphere). For bringing the states to |S⟩, we then rotates the HWP by 45°. However, it is not
critical given that only co- or cross-polarisation matters for correlation measurement instead of
actual states.
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Fig. 7.2 Assembly order and classical information flow of the distribution system. XX photons
are first time-division multiplexed with the polarisation references, and then wavelength-division
multiplexed with the classical information. They are sent over one deployed fibre to CRL. X
photons are collapsed at CAM, and are directly sent to CRL over the other deployed fibre.
The success of the network integration of the QD entangled photon-pair device is built
upon various parts discussed in the previous chapters. We here summarised these parts into
four systems: the ELED and correlation measurement system, polarisation stabilisation system,
classical traffic multiplexing system and the polarisation analyser, following the assembly order
shown in Figure 7.2. XX photons and polarisation references for the stabilisation system are
time-division multiplexed, sharing the same wavelength. They are then wavelength-division
multiplexed with the classical communication signal before being launched into the deployed
fibre. The polarisation analyser is connected to X photons. As a result, these systems and
modules are distributed in both locations. In CAM, we install the ELED, the polarisation
references for correlation measurement bases alignment, the polarisation analyser for X photons,
the detection part of the polarisation stabilisation system and one of the communication modules
of the classical communication system. The remaining parts are located at CRL.
Following the above architecture, the final system is designed and its schematic is shown in
Figure 7.3. We install a close-cycled cryostat by Montana Instruments Ltd. A microscope setup
is installed above the cryostat to collect the emitted light from the QD. To enable the required
stability for long-term transmission of entangled photons from the QD, we here introduce an
additional mechanical stabilisation unit for the microscope setup, consisting of three Picomotor
piezo linear actuators at x, y and z axis of the mechanical mount of the optical fibre coupler. These
three actuators are driven by three voltage sources with feedback generated by the measured
photon count rate. This stabilisation module is applied continuously to always maximise the
recorded coincidences.
There are two optical fibres connecting CAM to CRL, for the transmission of XX and X
photons respectively. For the installed fibre for transmission of XX photons, the polarisation
stabilisation system and the classical multiplexing system are connected. As is mentioned in the
98 Deployment
Fig. 7.3 Map: Imagery ©2019 Google, Getmapping plc, Infoterra Ltd & Bluesky, The GeoIn-
formation Group, Maxar Technologies, Data SIO, NOAA, U.S. Navy, NGA, GEBCO, Maxar
Technologies, Landsat / Copernicus, Map data ©2019.
A schematic of the overall experimental setup for entangled photon transmission from network-
deployed ELED. Single photons are shown as ‘red’ (XX) and ‘violet’ (X) dots, laser pulses for
polarisation stabilisation are shown as short ‘red’ lines and classical data traffic is shown as
continuous ‘blue’ line. Entangled photon pairs are generated from the tuneable ELED device at
West Cambridge (CAM). X and XX photons are spatially separated with a spectral filter module.
X photons pass through a polarisation analyser consisting of a HWP, a QWP and a LP before
being sent over one of the two installed fibres. Entangled XX photons are sent over the other
field fibre which is stabilised for polarisation drifts using a polarisation stabilisation sub-system
(Stabilisation 1 and 2). At CRL, their quantum state is measured using an EPC, a PBS and two
SNSPDs. For remote control of the deployed source and system components, a classical data
connection in the telecom C-band is established over the same fibre using a classical-quantum
multiplexing system (labelled as Multiplexing). Arrival time of the X photons in the first fibre
is measured with a third SNSPD at CRL. The alignment system is installed before the spectral
filter, and a flip mirror is used to control whether the polarisation reference from the alignment
system or the entangled photons are injected to the spectral filter.
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previous section, X photons directly pass a polarisation analyser before being sent to CRL as a
time reference. Therefore no polarisation stabilisation system is installed at the end of this fibre.
Fig. 7.4 The deployed systems for QD network integration at CAM. An optical bench and a
standard optical rack are used for installing the systems, in a normal office of the Cavendish
Laboratory. The cryostat is installed on a small optical bench with the collection module. All
other system components are installed on the optical rack. An optical fibre is used to connect the
source to the systems.
In addition to the modules mentioned above, power sources and controlling interface hardware
needs to be deployed as well. All the modules and individual hardware pieces were carefully
sealed and packed in cardboard boxes to prevent unwanted damage during the deployment.
Figure 7.4 shows a photo of the deployed system at CAM. A rack is used for mounting deployed
modules. From its bottom to top, there are respectively Uninterruptible Power Supply (UPS), the
classical communication module, polarisation stabilisation module, spectral filter and alignment
module, and power supplies The cryostat with optical collection module is placed to the left of it,
which is connected to the spectral filter by an SMF.
Apart from the introduced systems and components, an additional fibre coupled tuneable
filter has been installed at CRL before measuring X photons. It is to filter out additional noise
at telecom O-band. During deployment and preparation, we found additional photon counts
over the deployed fibre for X photon transmission. When measuring its end at CRL on the
spectrometer, we observed sharp lines at around 1310 nm and 1313 nm respectively, as is shown
in Figure 7.5 (a). It is, unfortunately, not possible to get access to every single node on this fibre
in the CFN for testing the connection and finding the cause of it. However, it is very likely that
the additional noise is introduced by a leak from a nearby standard optical fibre in the same
optical cable. Figure 7.5 (b) shows a fibre-loss measurement result on the second fibre, from
which we see a sharp increase at 11 km. It is potentially due to a sharp bend of SMF or loose
connection that would both introduce unwanted leakage of signal in the fibre. The introduced
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Fig. 7.5 Introduced noise at the telecom O-band and the optical loss for the deployed fibre for
X photons. (a) We have observed noise on the deployed fibre used for X photon transmission
at telecom O-band during the measurement with higher intensity than X photons, as is shown
by the black curve. Such noise could be eliminated by applying a fibre tuneable filter before
detection. The red curve indicates its spectrum after the filter. (b) Measured optical transmission
attenuation corresponding to the transmission distance. We could observe a clear drop at 11 km
from CRL.
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filter is effective in noise reduction. The measured spectrum after the filter is shown in the red
line in Figure (a), from which we noticed the elimination of noise on the output and only the
quantum signal at 1321 nm is observed.
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7.3 Overall system performance and remote entanglement
measurement
For network integration of the QD device with time-multiplexed polarisation stabilisation system
and wavelength-multiplexed classical communication system, it is important to achieve high
single photon purity and entanglement fidelity for the entangled photon pairs, and high duty
cycle and low loss for the system. In Chapter 6, we have performed the second-order correlation
measurement confirming the high single-photon purity. Therefore in this section, we will evaluate
the system from the other aspects.
7.3.1 System loss and duty cycle
Additional filters have been introduced to the system for minimising the background generated
by the classical communication module, therefore, it is important to keep the optical loss from
the fibre connection and system components at a minimum. Therefore, we have re-selected
the EPC and the FWP used in the polarisation stabilisation system to ones with lowest optical
loss among all available components, being respectively 0.68 dB and 0.98 dB. In addition, we
have spliced most of the connections within the propagation of XX photons. The overall loss
introduced by the multiplexing module and polarisation stabilisation system to XX photons are
measured as 3.3 dB. The connection for transmitting entangled XX photons and establishing
classical communication has a total loss of 8.5 dB at 1310 nm and the fibre used for sending the
projected X photons has a loss of 12.5 dB.
While the previous entanglement measurement with the polarisation stabilisation system has
already achieved a high duty-cycle of 98%, we have improved the algorithm for polarisation
stabilisation to enable faster compensation operation and more frequency polarisation checks,
reducing the operational time for polarisation recovery by 2 seconds. In this experiment, two
polarisation references that are aligned along orthogonal axes on the Poincaré sphere are injected
for 100 ms and measured over the field fibre every 15 s. Feedback to a polarisation controller is
then applied to compensate for detected polarisation rotations. In addition, the stabilisation is
forced every 225 s and typically takes around 3 s to reach maximum alignment. More frequent
polarisation checks (with intervals being 10 s) are enabled, enabling the capability of detecting
the polarisation change in a smaller time scale. The resulting overall duty-cycle for transmission
of quantum bits is around 98%.
7.3.2 Remote entanglement measurement
Following Chapter 5, we have calibrated the polarisation bases using the M “uller matrix
transformation method. And a final entanglement measurement result is shown in Figure 7.6
[138]. In this figure, (a)-(c) shows the results for co- and cross-polarised coincidences in the
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|HV ⟩, |DA⟩ and |RL⟩ basis when projecting the quantum states of X photons at CAM and XX
photons at CRL with a measurement time of 40 minutes on each basis. The detection basis
was changed every ten minutes. In the HV basis, we observe a strong correlation of photon
polarisations with a maximum contrast of 96.8%. The fidelity to the maximally entangled Bell
φ+ state peaks at 95.19 ± 0.5 % (see Figure 7.6(c)) for a post-selection window size of 32 ps.
Compared with the entanglement measurement in Chapter 3, higher fidelity is obtained thanks to
the accurate alignment supported by the method developed in Chapter 5. The zero-delay value is
extracted using the same method as is introduced in Chapter 3.
Fig. 7.6 3 Correlation measurements of entangled photons across installed network link. (a)
HV basis; (b) DA basis; (c) RL basis. (d) Fidelity to Bell φ+ state. Data is displayed on 32 ps
resolution timing grid. (e) Evolution of maximum fidelity and corresponding quantum bit error
rate (QBER) over 40 h of continuous operation. Each data point corresponds to 2h of data.
The experiment was continuously running over 40 hours to demonstrate the good stability
of the deployed ELED device. Figure 7.6 (e) shows the evolution of the entanglement fidelity
based on 2 hours of data per displayed point. The bottom of the graph shows the corresponding
quantum-bit error rate, which is stable at around 3.4%. Compared with the measured maximum
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fidelity of 97.32% in a laboratory environment, a small drop is observed, which is mainly due
to the reduced signal-to-background ratio. These results are directly obtained from raw data,
and no background subtraction of any kind has been done during processing. The classical
communication link was running at all times.
Chapter 8
Conclusion and Future work
8.1 Conclusion
In this work, we have successfully achieved the network integration of a QD device at a remote
location outside of the laboratory. Entangled qubits with high fidelity were successfully acquired
from the deployed device when operated remotely.
To achieve the network integrability of the entangled single-photon emitter, in Chapter 4
we have introduced an OCP QD device and verified its capability of generating high-fidelity
entangled photon-pairs with network integration requirements such as full electrical operation.
The device is operated under the driving current of 1.6mA. One can achieve a wavelength tuning
range of 30nm by changing the tuning voltage from -0.5 V to -3.5 V while keeping the FSS
below 10µeV . Either when considering the tuning range of wavelength only or when considering
the tuning range with respect to the maximally applied electric field, the QD device in this
work has achieved larger tuneability compared with most other existing works. It also has a
good single-photon purity for XX and X photons (both g(2)(0) being 0.08). We have obtained a
laboratory-based entanglement fidelity from this device of 97.3±0.2%.
To help maintain the qubits entanglement during long-distance and long-term transmission,
we have designed a polarisation stabilisation system to compensate for the variation of fibre
birefringence as is introduced in Chapter 3. Different schemes for multiplexing polarisation
references to the qubits have been studied and time-division multiplexing scheme has been
chosen. The compensation on polarisation states variation is based on feedback from two
polarisation references that have perpendicular directions on the Poincaré sphere. We have
achieved full polarisation stabilisation capability with a duty cycle of 98% and a low loss of
2dB. This enables for the first time a stable transmission of entangled qubits with entanglement
fidelity over 90% over an 18 km optical for one week.
We have further developed a new method for aligning the correlation measurement bases in
Chapter 5, given that the standard spectral method turned out to be not working over long installed
fibre. We here extract the unitary-transformed QD eigenbasis from the measured correlation
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coefficients, and calculate the Mueller matrix to represent the required unitary transformation
of the optical fibre from the cryostat to a required location. This removes the requirement of a
spectrometer to be installed with the QD at the same location. It will in the future support any
on-chip or fibre-pigtailed devices.
In order to establish a classical communication channel among locations during the network
integration without drastically increasing the cost of infrastructure, we have designed a classical-
quantum multiplexing scheme as is introduced in Chapter 6. The signal from a C-band 1 Gbit
telecommunication transceiver module is wavelength-multiplexed with the entangled photon-
pairs at the O-band. A second-order correlation measurement of the XX photons over a 15 km
deployed fibre with the multiplexed classical traffic has been carried out, illustrating a good
single-photon purity maintained in this scheme.
And finally, the network integration of the developed OCP QD device has been achieved
with all of the systems and modules described above. The device, the optical collection module,
the polarisation detection module of the stabilisation system, the correlation bases alignment
module, one classical communication module are deployed to an office location in the Cavendish.
We have achieved an entanglement measurement with the deployed QD emitter with the fidelity
of 95.3%, and for the first time with classical traffic multiplexed with the entangled photons over
the same fibre. The measurement has further been carried out for over 40 hours to verify its
operation stability and robustness. This work has, for the first time, demonstrated a true network
integration of a telecom QD device in a deployed fibre network in an urban environment. The
fully electrically operated and tuned OCP QD device and the system designed for multiplexing
with classical traffic has made it possible for qubits to be generated transmitted in a pre-deployed
optical fibre network.
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8.2.1 Device improvement
This work has proven the capability of OCP devices generating high-fidelity entangled photon-
pairs. Potential improvement could be made to enhance network integrability.
A discovered issue of the OCP devices is that a change on the voltage (or current) applied
to either the pumping or the tuning diode would simultaneously change the n-type potential of
the other diode. This happens even though the Ohmic contact deposited on the n-type layer is
grounded. A potential reason is that the pumping and tuning diode share the same n-type layer.
And the Ohmic contact (grounded) for n-type layer is more than 200 µm apart from the device.
Given that the conductivity of GaAs/AlGaAs is lower than a conductor, the current flows over
the n-type layer would cause a potential difference that makes the n-type voltage of both diodes
different from the ground.
Even though such a feature does not drastically influence the operation of the OCP devices,
it does provide a coupling of pumping and tuning parameters that influences the QD character-
isation. Separating the n-type layer of the pumping diode from that of the tuning diode could
be a potential solution for this issue. That would require an additional etching to be performed,
generating gaps between two diodes where all the doped layers are removed, as is shown in
Figure 8.1. In such a design, a two-level etching needs to be performed with enough depth for
reaching the n-type layer and undoped layer beneath.
Fig. 8.1 OCP device with separated n-type contact for pumping and tuning diodes. In this design,
part of the region that separates the pumping and tuning diode needs to be deeply etched such
that the n-type material is completely removed.
Furthermore, the ultimate network integration of a quantum emitter requires the deterministic
source of coherent single photons to enable quantum information processing with other devices
and applications in the network. However, it still remains a challenge to implement deterministic
resonant optical excitation of the quantum dot that is required for generating single coherent
photon. In one of the relevant publication of this work [61], we have realised 1 GHz pulsed oper-
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ation of an electrically excited QD device and successfully distributed the generated entangled
qubits across the Cambridge Fibre Network with the entanglement fidelity of 79%. While being
purely electrically operated that is favoured by a practical network environment, this device does
not support the wavelength and FSS tuneability, which could become a limiting factor for the
network application.
The developed OCP devices in this work could become a suitable design for a deterministic
QD entangled photon-pair source. However, the device developed in this work has a large p-type
area that results in a large device capacitance and therefore, a small resonant frequency. The QD
device in [61] has an oval shape with the length of the long axis less than 100 µm. Its area is
much smaller compared with the pumping diode of the OCP device in this work.
The minimal device size based on the current design is limited by the size of the bonding pad.
During fabrication, gold wires are used for connecting the device bonding pad to the packaging,
which is melted at the moment when it is attached to the pad. This generates a small metal ball
with a width of around tens of micrometres, as is shown in Figure 3.3 (a). To prevent the metal
ball from spreading to the p-type region for QD measurements or n-type region, we design the
pad to have a minimum diameter of around 80 µm currently.
We here propose a new design that allows the bonding pad to be separated from the device
itself, by depositing an insulation layer Si3N4 before the metal contact, as is shown in Figure 8.2.
The deposited metal contact could span across the p- or n-type layer and the insulation layer,
making a bigger bonding pad possible on a small device. Therefore, the area of the pumping and
tuning diodes could be reduced to a size where GHz operation could be achieved. Calibration
will be necessary for getting the optimal area since smaller pumping diode also leads to less
excitation light reaching the QDs. During the processing of these devices, evaporator with
rotation axis might be needed due to the requirement of vertically deposited metal connections.
Fig. 8.2 An improved device fabrication method. A layer of Si3N4 is deposited before the metal
contact. It leaves a window where the emitted photons from the QD are collected. Metal contact
is then deposited covering certain areas on both of the Si3N4 and the p- or n-type layer. Since
Si3N4 is an insulator, the current or voltage will only be applied to the connected mesas. Hence,
the QD devices could be small while the large bonding pad is sitting on the insulation layer.
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Although we have discussed the impact of the InGaAs strain-relaxation layer on the on-chip
pumping efficiency in Chapter 4 by making a comparison of an OCP device made on wafer
W1310 with a similar device made on wafer W950, a detailed and quantitative study on the
influence of the wafer structure to the on-chip pumping efficiency would further support a
comprehensive understanding of the on-chip pumping technique. Furthermore, characteristics of
the pumping light could be studied by measurement of photon reflectance.
One important result to investigate from this work is that described in subsection 4.2.2, where
we have witnessed an efficiency difference on devices made from the central region of W1310
with the devices made from the edge of W1310. The emission spectra in Figure 3.5 (b) and (c)
show different profiles of light emitted from the InGaAs layer collected from the pumping diode
compared with that collected from the tuning diode. It could be potentially due to the higher QD
density, which requires more excitation power.
Long-distance quantum communication requires the photon rate to be significantly increased
to overcome high optical loss. Given that photons are collected in the vertical direction, device
design with micropillar, CBG and solid immersion lens [139, 140] technology could effectively
enhance the photon emission toward the collecting optical fibre. Such designs could be further
improved by the fibre pig-tailing technique [141]. With the improved photon rate, quantum
teleportation and entanglement swapping could be made possible.
8.2.2 Precise polarisation references for the alignment system
Fig. 8.3 A setup for generating polarisation references for the alignment system. The reference is
generated from a laser and passes a LP. It is then connected to an EPC for states modulation. For
monitoring purposes, a BS is connected, which splits the light into two paths. A polarimeter is
connected to one of the output ports of the BS to generate the feedback. The other output would
be connected to the main optical path as the polarisation references.
In Chapter 5, we discussed the limited precision of free-space waveplates for generating
required polarisation states. To solve this problem, we have proposed a solution that is shown in
Figure 8.3.
In this setup, the states are aligned by operating the EPC based on feedback generated from
the polarimeter, which is connected to one of the output ports of the BS. And the light at another
output ports of the BS would be used as the polarisation reference to the main system. Given that
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one can obtain highly accurate states by the polarimeter, the alignment could then be realised
with much higher accuracy in this scheme.
8.2.3 Multiplexing with classical traffic and device network operation ca-
pability
In Chapter 6, we introduced the system for multiplexing the emitted photons from the QD with
classical traffic. With various CWDMs and the free-space filter, the background at telecom
O-band becomes negligible at the end of the detector, making the high-fidelity entanglement
measurement possible over the deployed fibre. However, it is necessary to do further characteri-
sation on components of the multiplexing systems for a deeper understanding of signal filtering
and background suppression.
Two types of CWDM introduced for filtering the background generated from the standard
classical module into the quantum channel have been introduced in Figure 6.5. In this work,
we have only measured the insertion loss of these CWDMs without characterising the actual
isolation. It is, however, important to measure the optical power emitted from the module and
the CWDM isolation to quantify its influence on the quantum channel. Such an aspect is critical
for design improvement to support its integration with a larger-scale communication network.
An important aspect of network integration is to reduce the system dependency on free-space
optics. The current multiplexing design involves a free-space spectral filter that suppresses the
background from the classical communication module. A potential improvement for the system
would be to look at whether the free-space filter could be replaced by fibre-based spectral filters
such as the tuneable bandpass fibre optical filter or the fibre Bragg-grating.
We would then need to consider cases where the realistic optical fibre network environment is
applied. In this work, the 1 Gbit/s communication module is applied, which in practice could be
suitable for a single point-to-point communication link. However, in a metropolitan area network
(MAN) or a larger wide area network (WAN), the potential existence of various communication
link multiplexed using the DWDMs on a single fibre results in a much higher classical power.
The evaluation will need to be carried out, preparing for the device integration in such a network.
Therefore, it is critical to measure the change of QBER with respect to the classical power given
the current isolation. Such a measurement would make it possible to determine the required
isolation given the optical power in the network when QBER is to be kept under a certain
threshold.
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Watanabe, Takashi Taniguchi, et al. Ultra-long-working-distance spectroscopy of single
nanostructures with aspherical solid immersion microlenses. Light: Science & Applica-
tions, 9(1):1–11, 2020.
[140] Sarah Fischbach, Alexander Schlehahn, Alexander Thoma, Nicole Srocka, Timo Gissibl,
Simon Ristok, Simon Thiele, Arsenty Kaganskiy, André Strittmatter, Tobias Heindel, et al.
Single quantum dot with microlens and 3D-printed micro-objective as integrated bright
single-photon source. ACS photonics, 4(6):1327–1332, 2017.
[141] Davide Cadeddu, Jean Teissier, Floris R Braakman, Niels Gregersen, Petr Stepanov,
Jean-Michel Gérard, Julien Claudon, Richard J Warburton, Martino Poggio, and Mathieu
Munsch. A fiber-coupled quantum-dot on a photonic tip. Applied Physics Letters,
108(1):011112, 2016.
